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Compact and decorative design
Suitable for multiple mounting ways
High luminance performance
Single & double face universal
Replaceable pictogram legend options
Manual & auto test available
Long-life LiFePO4 battery
Maintained & Non-Maintain available

Product feature

Go Green Go Smart

Emergency LED Light



Finishing Color White

Specification

Power Dimension(mm)

L340xW62xH105CR-88M(M)-EBL 5W Max / 8W Max Pending

Net WeightModels

Ambient Temperature 
Range

-20...+40°C

Suitable for Random
Switching

No Protection Class IEC

Product Technical Specification

LED Source

Luminous Efficacy N/A

Beam Angle 120°

CRI ≥ 80

Safety Class I

BRIDGE 

Product Information

LED Light Housing 1 unit

Light Source Replacable

Warranty Period

Yes Light Type SMD

5 Years Warranty for Finished 
Product and 3 Years Warranty
for the LiFePO4 Battery 

LED Driver Crest

Standards and Approval

Safety Test Yes (Fire Rated)

Standard IEC (60598-2-22)

IEC Approved Yes

Electrical Parameters

Input Voltage 220 ~ 240 VAC

Power Factor N/A THD% N/A

Battery 6.4V LiFePO4 1500mAh Flicker Free N/A

Charge Duration 24 hrs Discharge Duration 3 hrs

Frequency 50 or 60 Hz

Controls and Diming

Dimmable N/A

Dimmable Type N/A

Driver Type (On/Off)

Quantity Per Outer Pack 1

Color Temprature 3000K(WW) / 4000K(NW) /
5000K(DL) / 6500K(CW), Optional

Product Housing

Housing Material PC

Housing Color White

IP

Optic Material PC

IP65

IK N/A

Reflector Material PC

Luminous Efficacy 
Tolerance

+/-10%

Initial Performance

Power Consumption
Tolerance

+/-10%

SDCM ≤ 5

Over Time Performance

Driver Failure Rate
at 5000h

2%

Useful Life ≥ 100,000 hour(s)

50,000 hour(s) [L70]Life @Tj =
85 °C 

Product Data

Quantity Per Pack 1



Signage Available

Dimension
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