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Flat toughened 
glass to prevent 
upward light.
Fixed to the frame 
with metal clips for
easy replaceabilty. 
Very high light 
transmission to 
optimise the Light 
Output Ratio.

Housing is made 
of corrosion 
resistant 
high pressure 
die-cast 
aluminum. 
Polyester 
power coated 
painting after
chemical washing 
treatment.
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Ø32mm Ø42-48mm Ø60mm Ø76mm

+

Pole Diameter 
Light Adjustment angle
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Electrical Connection  CLASS II : Neutral / Phase are 

connected to safety switch; for Class I earth wire 

to be connected on earth stud in housing. 

Gear tray made of high thermal 
and mechanical resistance 
thermoplastic material (30%
fibreglass), tool free removable 
after disconnecting the plug. 

Spigot made of high pressure 
die-cast aluminium, standard 
in same color as body. 
Universal post top / side entry. 
spigot for Ø60mm

Level gauge 

 IP66 gear compartment 

External 10KV Surge Protection 

(Origin USA)

LED Driver

Breathing 

All control and power cables used 
are of                        (Germany) to 
ensure long life of component.

IP66 LED Engine 
compartment 

LED Engine powered 
by high lumen LED, 

(USA)
(Europe)

Highly thermal 
Efficient PCB 

Fall protection Cable connection M20
cable gland with strain 
relief, for cable Ø 10-14mm

Closing clip made 
of corrosion 
resistant 
high pressure 
die-cast 
aluminium, fixed 
to the frame with
stainless steel 
spring for easy and 
tool-less operation 
Safe Maintenance 
Technology safety 
switch disconnects 
power on opening. 

Mounting with two 
stainless steel M8
bolts (extra long bolts for 
small column can be 
ordered with luminaire). 
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With Dimming Function 
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CRI

Material (Housing)

100,000 hrs (L80)  /  50,000 hrs (L80) 

Working Temperature -40ºC~+50ºC

Humidity (Storage)

Size (mm)

LED Driver 

Ingress Protec�on Class 

High Pressure Die Cast Aluminium + Tempered Glass 5mm 
L585xW272xH118

>0.95Power Factor 

Impact Resistant 
IP66 

Specifica�ons are subject to change without prior no�ce 

Power 
SMD

Model 
Order Code

LED 

Specifica�ons

LED Source

Beam Angle
Input Voltage 

5000~6500K 

120~277VAC, (50/60 Hz)
Ra> 70

CR-20006121

Surge protec�on  

0W

≥120LM/W
Chip Efficiency >160 LM/W

Light Adjustment Angle 
MacAdam Ellipse Steps 

Gasket Silicone 

Storage Temperature + 80ºC

T2S  - Type ll  - Type lll  - T2M2  - T2M3  - T2M4

≥95%

IK08
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UL

6.2 kgGross Weight 
5.7 kgNet Weight 

Control & Power Cable (Germany)

System Efficiency

3~6 Bins
± 5° to ± 15°

@Tj = 50 °C   /  @Tj = 85 °CUseful Life

Dimming Present 

(Origin USA) (Origin Europe)/

CR-LD 0-STL

Light Adjustment angle
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CR-20006221

150W
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UL

L860xW381xH131

13.9 kg
11.9 kg

860
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110
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(Origin Europe)

(Origin USA) 10KA                 ≥

CRI

Material (Housing)

100,000 hrs (L80)  /  50,000 hrs (L80) 

Working Temperature -40ºC~+50ºC

Humidity (Storage)

Size (mm)

LED Driver 

Ingress Protec�on Class 

High Pressure Die Cast Aluminium + Tempered Glass 5mm 

>0.95Power Factor 

Impact Resistant 
IP66 

Specifica�ons are subject to change without prior no�ce 

Power 
SMD

Model 
Order Code

LED 

Specifica�ons

LED Source

Beam Angle
Input Voltage 

5000~6500K 

120~277VAC, (50/60 Hz)
Ra> 70

Surge protec�on  

≥120LM/W
Chip Efficiency >160 LM/W

Light Adjustment Angle 
MacAdam Ellipse Steps 

Gasket Silicone 

Storage Temperature + 80ºC

T2S  - Type ll  - Type lll  - T2M2  - T2M3  - T2M4

≥95%

IK08

Gross Weight 
Net Weight 

Control & Power Cable (Germany)

System Efficiency

3~6 Bins
± 5° to ± 15°

@Tj = 50 °C   /  @Tj = 85 °CUseful Life

Dimming Present 

(Origin USA) (Origin Europe)/

CR-LD150-STL

Light Adjustment angle
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UL

CR-20006321

200W

L860xW381xH131

15.2 kg
13.6 kg
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(Origin Europe)

(Origin USA) 10KA                 ≥

CRI

Material (Housing)

100,000 hrs (L80)  /  50,000 hrs (L80) 

Working Temperature -40ºC~+50ºC

Humidity (Storage)

Size (mm)

LED Driver 

Ingress Protec�on Class 

High Pressure Die Cast Aluminium + Tempered Glass 5mm 

>0.95Power Factor 

Impact Resistant 
IP66 

Specifica�ons are subject to change without prior no�ce 

Power 
SMD

Model 
Order Code

LED 

Specifica�ons

LED Source

Beam Angle
Input Voltage 

5000~6500K 

120~277VAC, (50/60 Hz)
Ra> 70

Surge protec�on  

≥120LM/W
Chip Efficiency >160 LM/W

Light Adjustment Angle 
MacAdam Ellipse Steps 

Gasket Silicone 

Storage Temperature + 80ºC

T2S  - Type ll  - Type lll  - T2M2  - T2M3  - T2M4

≥95%

IK08

Gross Weight 
Net Weight 

Control & Power Cable (Germany)

System Efficiency

3~6 Bins
± 5° to ± 15°

@Tj = 50 °C   /  @Tj = 85 °CUseful Life

Dimming Present 

(Origin USA) (Origin Europe)/

CR-LD200-STL

Light Adjustment angle
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Optics available

High Way Airport Urban

S01A4-T1 S02A4-T2 S03A4-T2 S04A4-T2 S05A4-T2 S06A4-T2 S07A4-T3

S08A4-T3 S09A4-T4 S10A4-T2 S11A4-T3 S12A4-TL S13A4-T2 S27A4-TL

3535/5050

50

5
0

S16A6-T1 S17A6-T2

S39A6-G2 S40A6-G3

S18A6-T2 S19A6-T3 S20A6-T4 S33A6-T3L S34A6-G1

3535/5050

50

5
0
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Fixture View

Smooth Back Front View Internal Heatsink
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# A-52, Block-C,
Gulshan-e-Jamal, Karachi-Pakistan.
Tel: 92-21- 34680652
Fax: 92-21-34580752

Karachi Office:

606, F-2 Johar Town
Lahore-Pakistan.
Tel: 92-42-35220691~3
Fax: 92-42-35220694

Lahore Office:

# 142, Industrial Triangle,
Kahu�a Road, Islamabad-Pakistan.
Tel: 92-51-4492001~3
Fax: 92-51-8355288

Head Office:


