‘ i
reat g

fa ?f"@@/{ ¢a Swcart [
% KD

ELITESeries




Waterproof Dimmable g
n Impact Resistant grade: . o
Professional Easy to I P66 High '0170 \‘
design Install | K08 transmittance na




Cooling fins
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IP66 LED Engine compartment

LED Engine powered by high lumen LED, &

PP T enesaynp s armansn g tn

Highly thermal Efficient PCB made of Polytronics Material

Power Factor /__Isolated driver
>0.9 /A (THD <20%)

External Surge Protection

>20KV / 10KARUILZEN Flat toughened

glass to prevent
upward light.
Fixed to the frame
with metal clips for
easy replaceabilty.

Pole Dimension @60mm

Very high light
Fin Shell (6063 transmission to
Pure Aluminium) optimise the Light
Heat Sink, Front Output Ratio.
Electrical Connection Polycarbonate Lens
CLASS Il :

Neutral / Phase are
connected to safety
switch; for Class |
earth wire to be
connected on earth
stud in housing.
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Specifications
Order Code CREL-20004017
Model CREL-BS-30W-STL
Power 30W
LED SMD
LED Source i:i?zfii‘i:é@
Color Temperature Available 2700~3300 / 3800~4200K 4800~5200K / 5000~6500
Luminous Flux of LED Chip 119LM/W - (WW) 144LM/W - (CW)
Beam Angle 150° x 80° / 140° x 75°
Input Voltage 100~240VAC, (50/60 Hz)
(Optional) Surge protection >20KV / 10KA RUILEEN
CRI Ra> 70~80
Working Temperature -40°C~+50°C
Humidity 10%~90%
Power Factor >0.9
Isolated (THD <20%)

(Optional) LED Driver

Ingress Protection Class

IP66 (According to IEC-EN 60598)

Impact Resistant

IKO8 (According to IEC- EN 62262)

Fin Shell (6063 Pure Aluminium) Heat Sink, Front Polycarbonate Lens

Material (Housing)
Size (mm) L423xW292xH98
Gross Weight 4.5 kg
Life 50,000 hrs (L80)

Specifications are subject to change without prior notice




Free of dust and water

Separate Driver ox design Pole dimension @60mm Protection Class IP66
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Specifications
Order Code CREL-20004117
Model CREL-BS-60W-STL
Power 60W
LED SMD
LED Source i:i?—:fiii:é@
Color Temperature Available 2700~3300 / 3800~4200K 4800~5200K / 5000~6500
Luminous Flux of LED Chip 119LM/W - (WW) 144LM/W - (CW)
Beam Angle 150° x 80° / 140° x 75°
Input Voltage 100~240VAC, (50/60 Hz)
(Optional) Surge protection >20KV / 10KA RUILEEN
CRI Ra> 70~80
Working Temperature -40°C~+50°C
Humidity 10%~90%
Power Factor >0.9
Isolated (THD <20%)

(Optional) LED Driver

Ingress Protection Class

IP66 (According to IEC-EN 60598)

Impact Resistant

IKO8 (According to IEC- EN 62262)

Fin Shell (6063 Pure Aluminium) Heat Sink, Front Polycarbonate Lens

Material (Housing)
Size (mm) L495xW292xH98
Gross Weight 6.4 kg
Life 50,000 hrs (L80)

Specifications are subject to change without prior notice




Free of dust and water

Separate Driver Box design Pole dimension @60mm Protection Class |P66
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Specifications
Order Code CREL-20004217
Model CREL-BS-90W-STL
Power 90W
LED SMD
LED Source i:i?—:fiii:é@
Color Temperature Available 2700~3300 / 3800~4200K 4800~5200K / 5000~6500
Luminous Flux of LED Chip 119LM/W - (WW) 144LM/W - (CW)
Beam Angle 150° x 80° / 140° x 75°
Input Voltage 100~240VAC, (50/60 Hz)
(Optional) Surge protection >20KV / 10KA RUILEEN
CRI Ra> 70~80
Working Temperature -40°C~+50°C
Humidity 10%~90%
Power Factor >0.9
Isolated (THD <20%)

(Optional) LED Driver

Ingress Protection Class

IP66 (According to IEC-EN 60598)

Impact Resistant

IKO8 (According to IEC- EN 62262)

Fin Shell (6063 Pure Aluminium) Heat Sink, Front Polycarbonate Lens

Material (Housing)
Size (mm) L587xW292xH98
Gross Weight 7.4 kg
Life 50,000 hrs (L80)

Specifications are subject to change without prior notice
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Specifications
Order Code CREL-20004317
Model CREL-BS-120W-STL
Power 120W
LED SMD
LED Source i:i?—:fiii:é@
Color Temperature Available 2700~3300 / 3800~4200K 4800~5200K / 5000~6500
Luminous Flux of LED Chip 119LM/W - (WW) 144LM/W - (CW)
Beam Angle 150° x 80° / 140° x 75°
Input Voltage 100~240VAC, (50/60 Hz)
(Optional) Surge protection >20KV / 10KA RUILEEN
CRI Ra> 70~80
Working Temperature -40°C~+50°C
Humidity 10%~90%
Power Factor >0.9
Isolated (THD <20%)

(Optional) LED Driver

Ingress Protection Class

IP66 (According to IEC-EN 60598)

Impact Resistant

IKO8 (According to IEC- EN 62262)

Fin Shell (6063 Pure Aluminium) Heat Sink, Front Polycarbonate Lens

Material (Housing)
Size (mm) L679xW292xH98
Gross Weight 8.3 kg
Life 50,000 hrs (L80)

Specifications are subject to change without prior notice
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Specifications
Order Code CREL-20004417
Model CREL-BS-150W-STL
Power 150W
LED SMD
LED Source i:i?—:fiii:é@
Color Temperature Available 2700~3300 / 3800~4200K 4800~5200K / 5000~6500
Luminous Flux of LED Chip 119LM/W - (WW) 144LM/W - (CW)
Beam Angle 150° x 80° / 140° x 75°
Input Voltage 100~240VAC, (50/60 Hz)
(Optional) Surge protection >20KV / 10KA RUILEEN
CRI Ra> 70~80
Working Temperature -40°C~+50°C
Humidity 10%~90%
Power Factor >0.9
Isolated (THD <20%)

(Optional) LED Driver

Ingress Protection Class

IP66 (According to IEC-EN 60598)

Impact Resistant

IKO8 (According to IEC- EN 62262)

Fin Shell (6063 Pure Aluminium) Heat Sink, Front Polycarbonate Lens

Material (Housing)
Size (mm) L771xW292xH98
Gross Weight 9.5 kg
Life 50,000 hrs (L80)

Specifications are subject to change without prior notice
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Specifications
Order Code CREL-20004517
Model CREL-BS-180W-STL
Power 180W
LED SMD
LED Source i:i?—:fiii:é@
Color Temperature Available 2700~3300 / 3800~4200K 4800~5200K / 5000~6500
Luminous Flux of LED Chip 119LM/W - (WW) 144LM/W - (CW)
Beam Angle 150° x 80° / 140° x 75°
Input Voltage 100~240VAC, (50/60 Hz)
(Optional) Surge protection >20KV / 10KA RUILEEN
CRI Ra> 70~80
Working Temperature -40°C~+50°C
Humidity 10%~90%
Power Factor >0.9
Isolated (THD <20%)

(Optional) LED Driver

Ingress Protection Class

IP66 (According to IEC-EN 60598)

Impact Resistant

IKO8 (According to IEC- EN 62262)

Fin Shell (6063 Pure Aluminium) Heat Sink, Front Polycarbonate Lens

Material (Housing)
Size (mm) L863xW292xH98
Gross Weight 11.5 kg
Life 50,000 hrs (L80)

Specifications are subject to change without prior notice
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IP66 LED Engine compartment

'I\I\I\I
PN
w

LED Engine powered by high lumen LED, ‘U=

Highly thermal Efficient PCB made of Polytronics Materia

Isolated driver A

(THD <20%) ‘ )

Power Factor
=>0.9

ZU.

Flat toughened
glass to prevent
upward light.
Fixed to the frame
with metal clips for
easy replaceabilty.
Very high light

(Optional) Surge protection iransmission to
'l
>20KkV / 10kA RUIILEZEN optimise the Light
Output Ratio.
Housing is made
of corrosion
resistant
high pressure
die-cast ) )
Electrical Connection| aluminum. Mounting with two
CLASS I : Polyester o stainless steel M8
power coate
Neutral / Phase are | painting after bOItS"(eXItra long bglts for
connected to safety | chemical washing small co U_”"_Inl can be
switch: for Class | treatment. ordered with luminaire).
earth wire to be
connected on earth
stud in housing.
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Specifications
Order Code CREL-20004617 CREL-20004717
Model CREL-BE-60W-STL CREL-BE-90W-STL
Power 60W 90w
LED SMD
LED Source i:i?—:fiii:é@
Color Temperature Available 2700~3300 / 3800~4200K 4800~5200K / 5000~6500
Luminous Flux of LED Chip 120LM/W - (WW) 130LM/W - (CW)
Beam Angle T2S - Type Il - Type lll - T2M2 - T2M3 - T2M4
Input Voltage 100~240VAC, (50/60 Hz)
(Optional) Surge protection >20KV / 10KA RUILEEN
CRI Ra> 70~80
Working Temperature -40°C~+50°C
Humidity 10%~90%
Power Factor >0.9
Isolated (THD <20%)

(Optional) LED Driver

Ingress Protection Class

IP66 (According to IEC-EN 60598)

Impact Resistant

IKO8 (According to IEC- EN 62262)

High Pressure Die Cast Aluminium & Powder Coated + Tempered Glass

Material (Housing)
Size (mm) L426xW320xH152
Gross Weight 6.2 kg
Life 50,000 hrs (L80)

Specifications are subject to change without prior notice
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Specifications
Order Code CREL-20004817 CREL-20004917
Model CREL-BE-100W-STL CREL-BE-120W-STL
Power 100W 120W
LED SMD
LED Source i:i?—:fiii:é@
Color Temperature Available 2700~3300 / 3800~4200K 4800~5200K / 5000~6500
Luminous Flux of LED Chip 120LM/W - (WW) 130LM/W - (CW)
Beam Angle T2S - Type Il - Type lll - T2M2 - T2M3 - T2M4
Input Voltage 100~240VAC, (50/60 Hz)
(Optional) Surge protection >20KV / 10KA RUILEEN
CRI Ra> 70~80
Working Temperature -40°C~+50°C
Humidity 10%~90%
Power Factor >0.9
Isolated (THD <20%)

(Optional) LED Driver

Ingress Protection Class

IP66 (According to IEC-EN 60598)

Impact Resistant

IKO8 (According to IEC- EN 62262)

High Pressure Die Cast Aluminium & Powder Coated + Tempered Glass

Material (Housing)
Size (mm) L528xW320xH152
Gross Weight 7.5 kg
Life 50,000 hrs (L80)

Specifications are subject to change without prior notice
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Specifications
Order Code CREL-20005017 CREL-20005117
Model CREL-BE-150W-STL CREL-BE-180W-STL
Power 150W 180W
LED SMD
LED Source i:i?—:fiii:é@
Color Temperature Available 2700~3300 / 3800~4200K 4800~5200K / 5000~6500
Luminous Flux of LED Chip 120LM/W - (WW) 130LM/W - (CW)
Beam Angle T2S - Type Il - Type Il - T2M2 - T2M3 - T2M4
Input Voltage 100~240VAC, (50/60 Hz)
(Optional) Surge protection >20KV / 10KA RUILEEN
CRI Ra> 70~80
Working Temperature -40°C~+50°C
Humidity 10%~90%
Power Factor >0.9
Isolated (THD <20%)

(Optional) LED Driver

Ingress Protection Class

IP66 (According to IEC-EN 60598)

Impact Resistant

IKO8 (According to IEC- EN 62262)

High Pressure Die Cast Aluminium & Powder Coated + Tempered Glass

Material (Housing)
Size (mm) L604xW320xH152
Gross Weight 8.8 kg
Life 50,000 hrs (L80)

Specifications are subject to change without prior notice
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Specifications

CREL-20005217 CREL-20005317 CREL-20005417

Order Code
Model CREL-BE-200W-STL | CREL-BE-240W-STL | CREL-BE-280W-STL
Power 200W 240W 280W
LED SMD
LED Source oS
4800~5200K / 5000~6500

Color Temperature Available

2700~3300 / 3800~4200K

Luminous Flux of LED Chip

120LM/W - (WW) 130LM/W - (CW)

T2S - Type Il - Type Il - T2M2 - T2M3 - T2M4

Beam Angle
Input Voltage 100~240VAC, (50/60 Hz)
(Optional) Surge protection >20KV / 10KA RUILEEN
CRI Ra> 70~80
Working Temperature -40°C~+50°C
Humidity 10%~90%
Power Factor >0.9
Isolated (THD <20%)

(Optional) LED Driver

Ingress Protection Class

IP66 (According to IEC-EN 60598)

Impact Resistant

IKO8 (According to IEC- EN 62262)

High Pressure Die Cast Aluminium & Powder Coated + Tempered Glass

Material (Housing)
Size (mm) L858xW320xH152
Gross Weight 12.7 kg 12.9 kg 13.2 kg
Life 50,000 hrs (L80)

Specifications are subject to change without prior notice
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MARKET-LEADING EFFICIENCY
LONG-LIFETIME AND DURABLE CONSTRUCTION
FULL CUTOFF LIGHT DISTRIBUTION (DARK SKY COMPLIANT)
EASY DEPLOYMENT AND TOOL-FREE MAINTENANCE ACCESS




|

BURAQ SERIES

With simple and super-thin design, BURAQ looks very modern. With
delicate structure of radiator, BURAQ is more powerful in heat sinking
and can reach IP66. Multiple choose for installation, makes it more
easy for different poles. Tool-free design makes it more convenient for
install and maintenance. Moreover, BURAQ has wide wattage range from

30W to 280W, which makes it more applicable for different places.

Key Advantage:

<& 5 sizes for different wattage

<> 10 optics solutions, up to MET

< Good Thermal control system to ensure long time
< Tool-free designing for easy installation and maintenance
< IP66 & IKO9

Application:

< Residential areas

< Road and street lighting

<> High way, Airport, Parking place

< Pathway & Pedestrains

<> Smart city option
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Electrical Connection CLASS Il : Neutral / Phase are
connected to safety switch; for Class | earth wire
to be connected on earth stud in housing.

External 10KV / 5KA Surge Protection

Cooling fins

Gear tray made of high thermal
and mechanical resistance
thermoplastic material (30%
fibreglass), tool free removable
after disconnecting the plug.

LED Driver
Optional programmable, 1-10V or DALI.
SPD and EMI as per request

Fall protection Mounting with two

stainless steel M8
bolts (extra long bolts for
small column can be

Breathing ordered with luminaire).

IP66 LED Engine
compartment

IP66 gear compartment
LED Engine powerg

Level gauge

Highly thermal Spigot made of high pressure
Efficient PCB made Flat toughened die-cast aluminium, standard
of Polytronics glass to prevent in same color as body.
Material and 2mm upward light. Closing clip made Universal post top / side entry.
thickness Fixed to the frame | of corrosion spigot for @60mm
with metal clips for | resistant
o easy replaceabilty. | high pressure
Housing is made Very high light die-cast
of c.otrroilon transmission to aluminium, fixed
resistan - . to the frame with
high pressure %F:ﬂmdtsitaﬁ)l'lght stainless steel
die-cast P i spring for easy and
aluminum. tool-less operation
Polyester g Safe Maintenance
Bg;’;’]ﬁggoﬁzr Technology safety | Cable connection M20
chemical washing switch disconnects | cable gland with strain
treatment. power on opening. | relief, for cable @ 10-14mm

Light Adjustment angle Pole Diameter

%0 B0

@32mm @42-48mm  F60mm @76mm
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Specifications
Order Code CREL-20005717 CREL-20005817
Model CREL-B10D-30W-STL CREL-B10D-50W-STL
Power 30W 50W
LED SMD
LED Source ™ LUMILEDS

Color Temperature Available

2700~3300 / 3800~4200K 4800~5200K / 5000~6500

Luminous Flux of LED Chip

110LM/W - (WW) 120LM/W - (CW)

Color Stability

4~5 MacAdam Steps for all Standard LED Colors

Beam Angle

T2S - Type Il - Type lll - T2M2 - T2M3 - T2M4

Input Voltage

100~240VAC, (50/60 Hz)

Electrical Class

Class I and Class Il (According to IEC-EN 60598)

CRI Ra> 70~80
Working Temperature -40°C~+50°C
Humidity 10%~90%
Surge protection >20KV / 10KA RUILEZN
Power Factor >0.9

LED Driver

Isolated (THD <20%)

Ingress Protection Class

IP66 (According to IEC-EN 60598)

Impact Resistant

IKO9 (According to IEC- EN 62262)

Gasket

Silicone

Optional

Mini Photocell and NEMA Socket, Including Cable

Control Inputs (Optional)

DALI, 0-10V, Astro Dim,Step Dim

Color

RAL7024 as Standard (RAL or AKZO Future Colors Available)

Optics Material

PC

Material (Housing)

ADC12 / Lower Copper Contents
High Pressure Die Cast Aluminium + Tempered Glass 5mm

Size (mm) L490xW230xH107
Gross Weight 4.5 kg 4.7 kg
Life 50,000 hrs (L80)

Specifications are subject to change without prior notice
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Specifications
Order Code CREL-20005917 CREL-20006017
Model CREL-B10B-50W-STL CREL-B10B-60W-STL
Power 50W 60W
LED SMD
LED Source iv‘ig:féé!i:%
Color Temperature Available 2700~3300 / 3800~4200K 4800~5200K / 5000~6500
Luminous Flux of LED Chip 120LM/W - (WW) 130LM/W - (CW)
Color Stability 4~5 MacAdam Steps for all Standard LED Colors
Beam Angle T2S - Type Il - Type lll - T2M2 - T2M3 - T2M4
Input Voltage 100~240VAC, (50/60 Hz)
Electrical Class Class | and Class Il (According to IEC-EN 60598)
CRI Ra> 70~80
Working Temperature -40°C~+50°C
Humidity 10%~90%
Surge protection >20KV / 10KA RUILEZN
Power Factor >0.9
LED Driver Isolated (THD <20%)
Ingress Protection Class IP66 (According to IEC-EN 60598)
Impact Resistant IKO9 (According to IEC- EN 62262)
Gasket Silicone
Optional Mini Photocell and NEMA Socket, Including Cable

DALI, 0-10V, Astro Dim,Step Dim
RAL7024 as Standard (RAL or AKZO Future Colors Available)

Control Inputs (Optional)

Color
Optics Material PC
Material (Housing) High Pressur?gﬁeléa/stLoAmer;icn?E%eﬁr- $gr?1t§grt§d Glass 5mm
Size (mm) L535xW260xH99
Gross Weight 5.6 kg 5.8 kg
Life 50,000 hrs (L80)

Specifications are subject to change without prior notice
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Specifications
Order Code CREL-20006117 CREL-20006217
Model CREL-B10C-90W-STL CREL-B10C-100W-STL
Power 90w 100W
LED SMD
LED Source iv‘ig:féé!i:%
Color Temperature Available 2700~3300 / 3800~4200K 4800~5200K / 5000~6500
Luminous Flux of LED Chip 120LM/W - (WW) 130LM/W - (CW)
Color Stability 4~5 MacAdam Steps for all Standard LED Colors
Beam Angle T2S - Type Il - Type lll - T2M2 - T2M3 - T2M4
Input Voltage 100~240VAC, (50/60 Hz)
Electrical Class Class | and Class Il (According to IEC-EN 60598)
CRI Ra> 70~80
Working Temperature -40°C~+50°C
Humidity 10%~90%
Surge protection >20KV / 10KA RUILEZN
Power Factor >0.9
LED Driver Isolated (THD <20%)
Ingress Protection Class IP66 (According to IEC-EN 60598)
Impact Resistant IKO9 (According to IEC- EN 62262)
Gasket Silicone
Optional Mini Photocell and NEMA Socket, Including Cable

DALI, 0-10V, Astro Dim,Step Dim
RAL7024 as Standard (RAL or AKZO Future Colors Available)

Control Inputs (Optional)

Color
Optics Material PC
Material (Housing) High Pressur?ggéa/stL%%er;icr]?Er%ei %r?mtsgrtgd Glass 5mm
Size (mm) L668W330xH110
Gross Weight 8.8 kg 8.9 kg
Life 50,000 hrs (L80)

Specifications are subject to change without prior notice
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Specifications
Order Code CREL-20006317 CREL-20006417
Model CREL-B10A-120W-STL CREL-B10A-150W-STL
Power 120W 150w
LED SMD
LED Source iv‘ig:féé!i:%
Color Temperature Available 2700~3300 / 3800~4200K 4800~5200K / 5000~6500
Luminous Flux of LED Chip 120LM/W - (WW) 130LM/W - (CW)
Color Stability 4~5 MacAdam Steps for all Standard LED Colors
Beam Angle T2S - Type Il - Type lll - T2M2 - T2M3 - T2M4
Input Voltage 100~240VAC, (50/60 Hz)
Electrical Class Class | and Class Il (According to IEC-EN 60598)
CRI Ra> 70~80
Working Temperature -40°C~+50°C
Humidity 10%~90%
Surge protection >20KV / 10KA RUILEZN
Power Factor >0.9
LED Driver Isolated (THD <20%)
Ingress Protection Class IP66 (According to IEC-EN 60598)
Impact Resistant IKO9 (According to IEC- EN 62262)
Gasket Silicone
Optional Mini Photocell and NEMA Socket, Including Cable

DALI, 0-10V, Astro Dim,Step Dim
RAL7024 as Standard (RAL or AKZO Future Colors Available)

Control Inputs (Optional)

Color
Optics Material PC
Material (Housing) High Pressur?gﬁeléa/stLoAmer;icn?E%eﬁr- $gr?1t§grt§d Glass 5mm
Size (mm) L765xW381xH118
Gross Weight 12.9 kg 13 kg
Life 50,000 hrs (L80)

Specifications are subject to change without prior notice
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Specifications
Order Code CREL-20006517 | CREL-20006617 | CREL-20006717 | CREL-20006817
Model CREL-B10-180W-STL | CREL-B10-200W-STL | CREL-B10-240W-STL | CREL-B10-280W-STL
Power 180W 200W 240W 280W
LED SMD
LED Source i“;%:féé‘ii:é@
4800~5200K / 5000~6500

Color Temperature Available 2700~3300 / 3800~4200K

120LM/W - (WW) 130LM/W - (CW)

4~5 MacAdam Steps for all Standard LED Colors
T2S - Type Il - Type lll - T2M2 - T2M3 - T2M4
100~240VAC, (50/60 Hz)
Class I and Class Il (According to IEC-EN 60598)

Luminous Flux of LED Chip

Color Stability

Beam Angle

Input Voltage

Electrical Class
CRI Ra= 70~80
Working Temperature -40°C~+50°C
Humidity 10%~90%
Surge protection >20KV / 10KA RUILEZN
Power Factor >0.9

Isolated (THD <20%)
IP66 (According to IEC-EN 60598)
IKO9 (According to IEC- EN 62262)

LED Driver

Ingress Protection Class
Impact Resistant

Gasket Silicone
Optional Mini Photocell and NEMA Socket, Including Cable
DALI, 0-10V, Astro Dim,Step Dim

Control Inputs (Optional)

RAL7024 as Standard (RAL or AKZO Future Colors Available)

PC

ADC12 / Lower Copper Contents
High Pressure Die Cast Aluminium + Tempered Glass 5mm

Color
Optics Material

Material (Housing)
Size (mm) L950xW455xH125
Gross Weight 17.2 kg 17.4 kg 17.6 kg 17.7 kg
Life 50,000 hrs (L80)

Specifications are subject to change without prior notice
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Optics Available

TYPE 2-M A

Potential application areas: footpaths, Potential application areas: streets,
cycle paths,illuminated jogging trails car parks, high way,fast road
TYPE 3-M TYPE 3-L

Potential application areas: wide streets,
car parks, high way

TYPE 5-S

180
0 170 70 6o

Potential application areas:
car parks, airport

Street series 2X3

TYPE 2-M B

Potential application areas: streets,
car parks, Luminous infensity G6

TYPE 4-S

Potential application areas: wide streets,
car parks, high way, fast roads

IP66




Optional Features

LUMINTEL™ CMS Cloud

Real Time Alerts & ReponsA Public Safety

" Smart City Ready

Smart Analytics | n] [l [I
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Advanced Lighting Control - - x Expandability with Sensors
® o o ®

Astro-based AstroDIM Time-based AstroDIM
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Constant lumen programming graph
(operating time = 10 kh) NTC sample behavior
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VERSION RECOMMENDED MOUNTING
HEIGHT (METERS)

CR-B10D-30/50W-STL 6M

CR-B10B-50/60W-STL M
CR-B10C-90/100W-STL 10-12M
CR-B10A-120/150W-STL 12-15M

CR-B10-180/200/240/280W-STL 12-15M
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MARKET-LEADING EFFICIENCY
LONG-LIFETIME AND DURABLE CONSTRUCTION
FULL CUTOFF LIGHT DISTRIBUTION (DARK SKY COMPLIANT)
EASY DEPLOYMENT AND TOOL-FREE MAINTENANCE ACCESS




Electrical connection CLASS Il : Neutral /Phase are connected to safety
switch; for Class | earth wire to be connected on earth stud in housing.
1-10V or DALl incoming wiring is connected to a separate termination
block.

Level gauge

SILICON GASKET

Mounting with two stainless
steel bolts (extra long bolts for
small column can be ordered
with luminaire).

Housing is made of very
corrosion resistant die-
cast aluminum. Polyester
powder coated painting
after chemical washing
freatment.

Spigot made of die-cast aluminium, standard
in same color as body. Universal post top / side
entry spigot for ¢ 60mm/76mm/50mm.

LED Engine powered
by high lumen LED,

 LUMILEDS

Flat toughened glass to prevent upward light. Fixed
to the frame with metal clips for easy replaceabilty.
Very high light transmission to opfimise the Light
Output Ratio.
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Smooth Surface / Self-cleaning
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Specifications
Order Code CREL-20006917 CREL-20007017
Model CREL-B15C-30W-STL CREL-B15C-60W-STL
Power 30W 60W
LED SMD
LED Source ™ LUMILEDS

Color Temperature Available

2700~3300 / 3800~4200K 4800~5200K / 5000~6500

Luminous Flux of LED Chip

130LM/W - (WW) 140LM/W - (CW)

Color Stability

4~5 MacAdam Steps for all Standard LED Colors

Beam Angle

T2S - Type Il - Type lll - T2M2 - T2M3 - T2M4

Input Voltage

100~240VAC, (50/60 Hz)

Electrical Class

Class I and Class Il (According to IEC-EN 60598)

CRI Ra> 70~80
Working Temperature -40°C~+50°C
Humidity 10%~90%
Surge protection >20KV / 10KA RUILEZN
Power Factor >0.9

LED Driver

Isolated (THD <20%)

Ingress Protection Class

IP66 (According to IEC-EN 60598)

Impact Resistant

IKO9 (According to IEC- EN 62262)

Gasket

Silicone

Optional

Mini Photocell and NEMA Socket, Including Cable

Control Inputs (Optional)

DALI, 0-10V, Astro Dim,Step Dim

Color

RAL7024 as Standard (RAL or AKZO Future Colors Available)

Optics Material

PC

Material (Housing)

ADC12 / Lower Copper Contents
High Pressure Die Cast Aluminium + Tempered Glass 5mm

Size (mm) L503xW272xH118
Gross Weight 6.9 kg 7kg
Life 50,000 hrs (L80)

Specifications are subject to change without prior notice
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Specifications
Order Code CREL-20007117 CREL-20007217
Model CREL-B15B-90W-STL CREL-B15B-100W-STL
Power 90w 100W
LED SMD
LED Source ™ LUMILEDS

Color Temperature Available

2700~3300 / 3800~4200K 4800~5200K / 5000~6500

Luminous Flux of LED Chip

130LM/W - (WW) 140LM/W - (CW)

Color Stability

4~5 MacAdam Steps for all Standard LED Colors

Beam Angle

T2S - Type Il - Type lll - T2M2 - T2M3 - T2M4

Input Voltage

100~240VAC, (50/60 Hz)

Electrical Class

Class I and Class Il (According to IEC-EN 60598)

CRI Ra> 70~80
Working Temperature -40°C~+50°C
Humidity 10%~90%
Surge protection >20KV / 10KA RUILEZN
Power Factor >0.9

LED Driver

Isolated (THD <20%)

Ingress Protection Class

IP66 (According to IEC-EN 60598)

Impact Resistant

IKO9 (According to IEC- EN 62262)

Gasket

Silicone

Optional

Mini Photocell and NEMA Socket, Including Cable

Control Inputs (Optional)

DALI, 0-10V, Astro Dim,Step Dim

Color

RAL7024 as Standard (RAL or AKZO Future Colors Available)

Optics Material

PC

Material (Housing)

ADC12 / Lower Copper Contents
High Pressure Die Cast Aluminium + Tempered Glass 5mm

Size (mm) L603xW300xH118
Gross Weight 9.4 kg 9.6kg
Life 50,000 hrs (L80)

Specifications are subject to change without prior notice
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Specifications
Order Code CREL-20007317 CREL-20007417
Model CREL-B15A-120W-STL CREL-B15A-150W-STL
Power 120W 150w
LED SMD
LED Source ™ LUMILEDS

Color Temperature Available

2700~3300 / 3800~4200K 4800~5200K / 5000~6500

Luminous Flux of LED Chip

130LM/W - (WW) 140LM/W - (CW)

Color Stability

4~5 MacAdam Steps for all Standard LED Colors

Beam Angle

T2S - Type Il - Type lll - T2M2 - T2M3 - T2M4

Input Voltage

100~240VAC, (50/60 Hz)

Electrical Class

Class I and Class Il (According to IEC-EN 60598)

CRI Ra> 70~80
Working Temperature -40°C~+50°C
Humidity 10%~90%
Surge protection >20KV / 10KA RUILEZN
Power Factor >0.9

LED Driver

Isolated (THD <20%)

Ingress Protection Class

IP66 (According to IEC-EN 60598)

Impact Resistant

IKO9 (According to IEC- EN 62262)

Gasket

Silicone

Optional

Mini Photocell and NEMA Socket, Including Cable

Control Inputs (Optional)

DALI, 0-10V, Astro Dim,Step Dim

Color

RAL7024 as Standard (RAL or AKZO Future Colors Available)

Optics Material

PC

Material (Housing)

ADC12 / Lower Copper Contents
High Pressure Die Cast Aluminium + Tempered Glass 5mm

Size (mm) L791xW381xH131
Gross Weight 14.7 kg 14.9kg
Life 50,000 hrs (L80)

Specifications are subject to change without prior notice
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Specifications
Order Code CREL-20007517 CREL-20007617 CREL-20007717
Model CREL-B15-180W-STL | CREL-B15-200W-STL | CREL-B15-240W-STL
Power 180W 200W 240W
LED SMD
LED Source ™ LUMILEDS

Color Temperature Available

2700~3300 / 3800~4200K

4800~5200K / 5000~6500

Luminous Flux of LED Chip

130LM/W - (WW) 140LM/W - (CW)

Color Stability

4~5 MacAdam Steps for all Standard LED Colors

Beam Angle

T2S - Type Il - Type lll - T2M2 - T2M3 - T2M4

Input Voltage

100~240VAC, (50/60 Hz)

Electrical Class

Class I and Class Il (According to IEC-EN 60598)

CRI

Ra> 70~80

Working Temperature

-40°C~+50°C

Humidity

10%~90%

Surge protection

>20KV / 10KA RUILEEN

Power Factor

>0.9

LED Driver

Isolated (THD <20%)

Ingress Protection Class

IP66 (According to IEC-EN 60598)

Impact Resistant

IKO9 (According to IEC- EN 62262)

Gasket

Silicone

Optional

Mini Photocell and NEMA Socket, Including Cable

Control Inputs (Optional)

DALI, 0-10V, Astro Dim,Step Dim

Color

RAL7024 as Standard (RAL or AKZO Future Colors Available)

Optics Material

PC

Material (Housing)

ADC12 / Lower Copper Contents
High Pressure Die Cast Aluminium + Tempered Glass 5mm

Size (mm) L937xW449xH151
Gross Weight 20.7 kg 21kg 21.3kg
Life 50,000 hrs (L80)

Specifications are subject to change without prior notice
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Specifications
Order Code CREL-20007817 CREL-20007917
Model CREL-B15-300W-STL CREL-B15-350W-STL
Power 300W 350W
LED SMD
LED Source ™ LUMILEDS

Color Temperature Available

2700~3300 / 3800~4200K 4800~5200K / 5000~6500

Luminous Flux of LED Chip

130LM/W - (WW) 140LM/W - (CW)

Color Stability

4~5 MacAdam Steps for all Standard LED Colors

Beam Angle

T2S - Type Il - Type lll - T2M2 - T2M3 - T2M4

Input Voltage

100~240VAC, (50/60 Hz)

Electrical Class

Class I and Class Il (According to IEC-EN 60598)

CRI Ra> 70~80
Working Temperature -40°C~+50°C
Humidity 10%~90%
Surge protection >20KV / 10KA RUILEZN
Power Factor >0.9

LED Driver

Isolated (THD <20%)

Ingress Protection Class

IP66 (According to IEC-EN 60598)

Impact Resistant

IKO9 (According to IEC- EN 62262)

Gasket

Silicone

Optional

Mini Photocell and NEMA Socket, Including Cable

Control Inputs (Optional)

DALI, 0-10V, Astro Dim,Step Dim

Color

RAL7024 as Standard (RAL or AKZO Future Colors Available)

Optics Material

PC

Material (Housing)

ADC12 / Lower Copper Contents
High Pressure Die Cast Aluminium + Tempered Glass 5mm

Size (mm) L937xW449xH151
Gross Weight 21.5kg 21.7kg
Life 50,000 hrs (L80)

Specifications are subject to change without prior notice
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Optics Available

Street series 2X3

TYPE 2-M A TYPE 2-M B

Potential application areas: footpaths, Potential application areas: streets, Potential application areas: streets,
cycle paths,illuminated jogging trails car parks, high way,fast road car parks, Luminous infensity G6
TYPE 3-M TYPE 3-L TYPE 4-S

170180 170

Potential application areas: wide streets, Potential application areas: wide streets,
car parks, high way car parks, high way, fast roads
TYPE 5-S

180
0 170 70 6o

Potential application areas:
car parks, airport

IP66




Optional Features

LUMINTEL™ CMS Cloud
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Constant lumen programming graph
(operating time = 10 kh) NTC sample behavior
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VERSION

CR-15C-30/60W-STL
CR-15B-90/100W-STL
CR-15A-120/150W-STL
CR-15-180-/200/240/300/350W-STL

RECOMMENDED MOUNTING
HEIGHT (METERS)

6M

8M
10-12M
12-15M
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MARKET-LEADING EFFICIENCY
LONG-LIFETIME AND DURABLE CONSTRUCTION

FULL CUTOFF LIGHT DISTRIBUTION (DARK SKY COMPLIANT)




Electrical connection CLASS | : Neutral /Phase are connected to safety
switch; for Class | earth wire o be connected on earth stud in housing.
1-10V or DALI incoming wiring is connected to a separate termination
block.

Gear with OSRAM driver optional programmable,
1-10V or DALI. SPD and EMI as per request.

External Surge Protection >20KV / 10KA RLIILZZN

Housing is made of very
corrosion resistant die-
cast aluminum. Polyester
powder coated painting
after chemical washing
freatment.

SILICON GASKET

LED Engine powered
by high lumen LED,

 LUMILEDS

Mounting with two stainless
steel bolts (extra long bolts for
small column can be ordered
with luminaire).

Flat toughened glass to prevent upward light.
Fixed to the frame with metal clips for easy
replaceabilty. Very high light transmission to
optimise the Light Output Ratio.

Level gauge

Special design for Self-cleaning

© % |/ £ \ Waterproof Dimmable :

rrciont Light - Easy to Impact Resistant grade: R % @
icient ight rofessional ’

cooling eight design Install 1K09 IP66 “ona\
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Specifications
Order Code CREL-20008117 | CREL-20008217 | CREL-20008317 | CREL-20008417
Model CREL-BG-50W-STL | CREL-BG-60W-STL | CREL-BG-90W-STL |CREL-BG-100W-STL
Power 50W 60W 90w 100W
LED SMD
LED Source ™ LUMILEDS
Color Temperature Available 2700~3300 / 3800~4200K 4800~5200K / 5000~6500
Luminous Flux of LED Chip 120LM/W - (WW) 130LM/W - (CW)
Beam Angle T2S - Type Il - Type lll - T2M2 - T2M3 - T2M4
Input Voltage 100~240VAC, (50/60 Hz)
Electrical Class Class | (According to IEC-EN 60598)
CRI Ra> 70~80
Working Temperature -40°C~+50°C
Surge protection >20KV / 10KA RUILEZZEN
Power Factor >0.9
LED Driver Isolated (THD <20%)
Ingress Protection Class IP66 (According to IEC-EN 60598)
Impact Resistant IKO9 (According to IEC- EN 62262)
Gasket Silicone
Optional Mini Photocell and NEMA Socket, Including Cable
Control Inputs (Optional) DALI, 0-10V, Astro Dim,Step Dim
Color RAL7024 as Standard (RAL or AKZO Future Colors Available)
Optics Material PC
Material (Housing) High Pressurﬁgﬁeléa/stLoAmenrwicn?Sr%ei %nr;tsgrtgd Glass 5mm
Size (mm) L586xW255xH99
Gross Weight 7 kg 7.1kg 7.3 kg 7.5 kg
Life 50,000 hrs (L80)

Specifications are subject to change without prior notice
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Specifications
Order Code CREL-20008517 CREL-20008617 CREL-20008717
Model CREL-BM-120W-STL | CREL-BM-150W-STL | CREL-BM-200W-STL
Power 120W 150W 200W
LED SMD
LED Source ™ LUMILEDS
Color Temperature Available 2700~3300 / 3800~4200K 4800~5200K / 5000~6500
Luminous Flux of LED Chip 120LM/W - (WW) 130LM/W - (CW)
Beam Angle T2S - Type Il - Type lll - T2M2 - T2M3 - T2M4
Input Voltage 100~240VAC, (50/60 Hz)
Electrical Class Class | (According to IEC-EN 60598)
CRI Ra> 70~80
Working Temperature -40°C~+50°C
Surge protection >20KV / 10KA RUILEZZEN
Power Factor >0.9
LED Driver Isolated (THD <20%)
Ingress Protection Class IP66 (According to IEC-EN 60598)
Impact Resistant IKO9 (According to IEC- EN 62262)
Gasket Silicone
Optional Mini Photocell and NEMA Socket, Including Cable
Control Inputs (Optional) DALI, 0-10V, Astro Dim,Step Dim
Color RAL7024 as Standard (RAL or AKZO Future Colors Available)
Optics Material PC
Material (Housing) High Pressurﬁgﬁeléa/stLoAmenrwicn?Sr%ei %nr;tsgrtgd Glass 5mm
Size (mm) L800xW348xH120
Gross Weight 11.2kg 11.4kg 11.6kg
Life 50,000 hrs (L80)

Specifications are subject to change without prior notice
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Optics Available

TYPE 2-M A

Potential application areas: footpaths, Potential application areas: streets,
cycle paths,illuminated jogging trails car parks, high way,fast road
TYPE 3-M TYPE 3-L

Potential application areas: wide streets,
car parks, high way

TYPE 5-S

180
0 170 70 6o

Potential application areas:
car parks, airport

Street series 2X3

TYPE 2-M B

Potential application areas: streets,
car parks, Luminous infensity G6

TYPE 4-S

Potential application areas: wide streets,
car parks, high way, fast roads

IP66




Optional Features

LUMINTEL™ CMS Cloud

Real Time Alerts & ReponsA Public Safety

" Smart City Ready
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Constant lumen programming graph
(operating time = 10 kh) NTC sample behavior
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RECOMMENDED MOUNTING

VERSION HEIGHT (METERS)
CREL-BG-50/60/90/100W-STL 3-6M
CREL-BM-120/150/200W-STL 4-8M

***************** 12m

fffffffffffffffff 10m
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High Pressure Die Cast Aluminium

Isolated Driver THD <20% /
Power Factor >0.9

External Surge Protection
>20KV / 10KARUILE&ZN

Lamp arm @
60mm / 40mm

PCB Aluminium

Silica Gel Ring Sealing

Polycarbonate Lens

..
Difmable @
RN )
Ciona\




Specifications

CREL-20008817

Order Code
Model CREL-BA-30W-STL
Power 30W
LED SMD
LED Source o=
Color Temperature Available 2700~3300 / 3800~4200K 4800~5200K / 5000~6500
Luminous Flux of LED Chip 120LM/W - (WW) 130LM/W - (CW)
Beam Angle 120°
Input Voltage 100~240VAC, (50/60 Hz)
CRI Ra>70~80
Working Temperature -40°C~+50°C
Humidity 10%~90%
Surge protection >20KV / 10KA RUILEEN
Power Factor >0.9
LED Driver Isolated (THD <20%)
IP66 (According to IEC-EN 60598)

Ingress Protection Class
IKO8 (According to IEC- EN 62262)

Impact Resistant
Material (Housing) High Pressure Die Cast Aluminium, Polycarbonate Lens
Size (mm) L366xW135xH&4
Gross Weight 2.5 kg
an 50,000 hrs (L80)

Life

Specifications are subject to change without prior notice
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Specifications

CREL-20008917

Order Code
Model CREL-BA-60W-STL
Power 60W
LED SMD
LED Source o=
Color Temperature Available 2700~3300 / 3800~4200K 4800~5200K / 5000~6500
Luminous Flux of LED Chip 120LM/W - (WW) 130LM/W - (CW)
Beam Angle 120°
Input Voltage 100~240VAC, (50/60 Hz)
CRI Ra>70~80
Working Temperature -40°C~+50°C
Humidity 10%~90%
Surge protection >20KV / 10KA RUILEEN
Power Factor >0.9
LED Driver Isolated (THD <20%)
IP66 (According to IEC-EN 60598)

Ingress Protection Class
IKO8 (According to IEC- EN 62262)

Impact Resistant
Material (Housing) High Pressure Die Cast Aluminium, Polycarbonate Lens
Size (mm) L431xW160xH&89
Gross Weight 3.1kg
o 50,000 hrs (L80)

Life

Specifications are subject to change without prior notice
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Specifications

CREL-20009017

Order Code
Model CREL-BA-90W-STL
Power 90W
LED SMD
LED Source o=
Color Temperature Available 2700~3300 / 3800~4200K 4800~5200K / 5000~6500
Luminous Flux of LED Chip 120LM/W - (WW) 130LM/W - (CW)
Beam Angle 120°
Input Voltage 100~240VAC, (50/60 Hz)
CRI Ra>70~80
Working Temperature -40°C~+50°C
Humidity 10%~90%
Surge protection >20KV / 10KA RUILEEN
Power Factor >0.9
LED Driver Isolated (THD <20%)
IP66 (According to IEC-EN 60598)

Ingress Protection Class
IKO8 (According to IEC- EN 62262)

Impact Resistant
Material (Housing) High Pressure Die Cast Aluminium, Polycarbonate Lens
Size (mm) L431xW160xH&89
Gross Weight 3.6 kg
o 50,000 hrs (L80)

Life

Specifications are subject to change without prior notice
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Specifications

CREL-20009117

Order Code
Model CREL-BA-120W-STL
Power 120W
LED SMD
LED Source o=
Color Temperature Available 2700~3300 / 3800~4200K 4800~5200K / 5000~6500
Luminous Flux of LED Chip 120LM/W - (WW) 130LM/W - (CW)
Beam Angle 120°
Input Voltage 100~240VAC, (50/60 Hz)
CRI Ra>70~80
Working Temperature -40°C~+50°C
Humidity 10%~90%
Surge protection >20KV / 10KA RUILEEN
Power Factor >0.9
LED Driver Isolated (THD <20%)
IP66 (According to IEC-EN 60598)

Ingress Protection Class
IKO8 (According to IEC- EN 62262)

Impact Resistant
Material (Housing) High Pressure Die Cast Aluminium, Polycarbonate Lens
Size (mm) L631xW215xH&9
Gross Weight 4.3 kg
o 50,000 hrs (L80)

Life

Specifications are subject to change without prior notice
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Specifications

CREL-20009217

Order Code
Model CREL-BA-150W-STL
Power 150W
LED SMD
LED Source o=
Color Temperature Available 2700~3300 / 3800~4200K 4800~5200K / 5000~6500
Luminous Flux of LED Chip 120LM/W - (WW) 130LM/W - (CW)
Beam Angle 120°
Input Voltage 100~240VAC, (50/60 Hz)
CRI Ra>70~80
Working Temperature -40°C~+50°C
Humidity 10%~90%
Surge protection >20KV / 10KA RUILEEN
Power Factor >0.9
LED Driver Isolated (THD <20%)
IP66 (According to IEC-EN 60598)

Ingress Protection Class
IKO8 (According to IEC- EN 62262)

Impact Resistant
Material (Housing) High Pressure Die Cast Aluminium, Polycarbonate Lens
Size (mm) L631xW215xH90
Gross Weight 7 kg
o 50,000 hrs (L80)

Life

Specifications are subject to change without prior notice
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® High Pressure Die Cast Aluminium

Driver Bracket

" |solated Driver THD <20% /

MEAN WELL]

Power Factor 0.9

External Surge Protection
>20KV / 10KA RUILEZN

Lamp arm @60mm

Silica Gel Ring Sealing

PCB Aluminium with —e. ;
SMD LED BRIDGELU®

Polycarbonate Lens

8 i ‘ 93% [
- Waterproof Dimmable
grade: o o, ..
Efficient Professional Easy to gl %
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Specifications
Order Code CREL-20009317 CREL-20009417
Model CREL-B3C-30W-STL CREL-B3C-50W-STL
Power 30W 50W
LED SMD
LED Source o=
Color Temperature Available 2700~3300 / 3800~4200K 4800~5200K / 5000~6500
Luminous Flux of LED Chip 120LM/W - (WW) 130LM/W - (CW)
Beam Angle 120°
Input Voltage 100~240VAC, (50/60 Hz)
CRI Ra>70~80
Working Temperature -40°C~+50°C
Humidity 10%~90%
Surge protection >20KV / 10KA RUILZZN
Power Factor >0.9
Isolated (THD <20%)

LED Driver

Ingress Protection Class IP66 (According to IEC-EN 60598)
IKO8 (According to IEC- EN 62262)

Impact Resistant
Material (Housing) High Pressure Die Cast Aluminium, Polycarbonate Lens
Size (mm) L292xW304xH128
Gross Weight 4 kg 4.2 kg
an 50,000 hrs (L80)

Life

Specifications are subject to change without prior notice
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Specifications
Order Code CREL-20009517 CREL-20009617
Model CREL-B3C-60W-STL CREL-B3C-100W-STL
Power 60W 100W
LED SMD
LED Source o=
Color Temperature Available 2700~3300 / 3800~4200K 4800~5200K / 5000~6500
Luminous Flux of LED Chip 120LM/W - (WW) 130LM/W - (CW)
Beam Angle 120°
Input Voltage 100~240VAC, (50/60 Hz)
CRI Ra>70~80
Working Temperature -40°C~+50°C
Humidity 10%~90%
Surge protection >20KV / 10KA RUILZZN
Power Factor >0.9
Isolated (THD <20%)

LED Driver

Ingress Protection Class IP66 (According to IEC-EN 60598)
IKO8 (According to IEC- EN 62262)

Impact Resistant
Material (Housing) High Pressure Die Cast Aluminium, Polycarbonate Lens
Size (mm) L384xW304xH128
Gross Weight 4.7 kg 49 kg
o 50,000 hrs (L80)

Life

Specifications are subject to change without prior notice
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Specifications
Order Code CREL-20009717 CREL-20009817
Model CREL-B3C-90W-STL CREL-B3C-150W-STL
Power 90W 150W
LED SMD
LED Source o=
Color Temperature Available 2700~3300 / 3800~4200K 4800~5200K / 5000~6500
Luminous Flux of LED Chip 120LM/W - (WW) 130LM/W - (CW)
Beam Angle 120°
Input Voltage 100~240VAC, (50/60 Hz)
CRI Ra>70~80
Working Temperature -40°C~+50°C
Humidity 10%~90%
Surge protection >20KV / 10KA RUILZZN
Power Factor >0.9
Isolated (THD <20%)

LED Driver

Ingress Protection Class IP66 (According to IEC-EN 60598)
IKO8 (According to IEC- EN 62262)

Impact Resistant
Material (Housing) High Pressure Die Cast Aluminium, Polycarbonate Lens
Size (mm) L476xW304xH128
Gross Weight 5.3 kg 5.6 kg
o 50,000 hrs (L80)

Life

Specifications are subject to change without prior notice
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Specifications
Order Code CREL-20009917 CREL-200010017
Model CREL-B3C-120W-STL CREL-B3C-200W-STL
Power 120W 200W
LED SMD
LED Source o=
Color Temperature Available 2700~3300 / 3800~4200K 4800~5200K / 5000~6500
Luminous Flux of LED Chip 120LM/W - (WW) 130LM/W - (CW)
Beam Angle 120°
Input Voltage 100~240VAC, (50/60 Hz)
CRI Ra>70~80
Working Temperature -40°C~+50°C
Humidity 10%~90%
Surge protection >20KV / 10KA RUILZZN
Power Factor >0.9
Isolated (THD <20%)

LED Driver

Ingress Protection Class IP66 (According to IEC-EN 60598)
IKO8 (According to IEC- EN 62262)

Impact Resistant
Material (Housing) High Pressure Die Cast Aluminium, Polycarbonate Lens
Size (mm) L568xW304xH128
Gross Weight 5.9 kg 6 kg
o 50,000 hrs (L80)

Life

Specifications are subject to change without prior notice
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Specifications
Order Code CREL-200010117 CREL-200010217
Model CREL-B3C-150W-STL CREL-B3C-250W-STL
Power 150W 250W
LED SMD
LED Source o=
Color Temperature Available 2700~3300 / 3800~4200K 4800~5200K / 5000~6500
Luminous Flux of LED Chip 120LM/W - (WW) 130LM/W - (CW)
Beam Angle 120°
Input Voltage 100~240VAC, (50/60 Hz)
CRI Ra>70~80
Working Temperature -40°C~+50°C
Humidity 10%~90%
Surge protection >20KV / 10KA RUILEEN
Power Factor >0.9
LED Driver Isolated (THD <20%)
IP66 (According to IEC-EN 60598)

Ingress Protection Class
IKO8 (According to IEC- EN 62262)

Impact Resistant
Material (Housing) High Pressure Die Cast Aluminium, Polycarbonate Lens
Size (mm) L660xW304xH128
Gross Weight 6.4 kg 6.6 kg
o 50,000 hrs (L80)

Life

Specifications are subject to change without prior notice
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Specifications
Order Code CREL-200010317 CREL-200010417
Model CREL-B3C-180W-STL CREL-B3C-300W-STL
Power 180W 300W
LED SMD
LED Source o=
Color Temperature Available 2700~3300 / 3800~4200K 4800~5200K / 5000~6500
Luminous Flux of LED Chip 120LM/W - (WW) 130LM/W - (CW)
Beam Angle 120°
Input Voltage 100~240VAC, (50/60 Hz)
CRI Ra>70~80
Working Temperature -40°C~+50°C
Humidity 10%~90%
Surge protection >20KV / 10KA RUILEEN
Power Factor >0.9
LED Driver Isolated (THD <20%)
IP66 (According to IEC-EN 60598)

Ingress Protection Class
IKO8 (According to IEC- EN 62262)

Impact Resistant
Material (Housing) High Pressure Die Cast Aluminium, Polycarbonate Lens
Size (mm) L752W304xH128
Gross Weight 6.9kg 7.1kg
o 50,000 hrs (L80)

Life

Specifications are subject to change without prior notice
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Specifications
Order Code CREL-200010517 CREL-200010617
Model CREL-B3C-210W-STL CREL-B3C-350W-STL
Power 210W 350W
LED SMD
LED Source o=
Color Temperature Available 2700~3300 / 3800~4200K 4800~5200K / 5000~6500
Luminous Flux of LED Chip 120LM/W - (WW) 130LM/W - (CW)
Beam Angle 120°
Input Voltage 100~240VAC, (50/60 Hz)
CRI Ra>70~80
Working Temperature -40°C~+50°C
Humidity 10%~90%
Surge protection >20KV / 10KA RUILEEN
Power Factor >0.9
LED Driver Isolated (THD <20%)
IP66 (According to IEC-EN 60598)

Ingress Protection Class
IKO8 (According to IEC- EN 62262)

Impact Resistant
Material (Housing) High Pressure Die Cast Aluminium, Polycarbonate Lens
Size (mm) L844W304xH128
Gross Weight 7.2kg 7.5 kg
o 50,000 hrs (L80)

Life

Specifications are subject to change without prior notice
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LED Engine powered by high lumen LED, CREE®

Highly thermal Efficient PCB

made of Polytronics Material IP66 LED Engine

compartment

(Optional) Surge protection M % : e Fin Shell (6063 Pure Aluminium) Heat Sink
>20KV / 10KA RLIILZEN ‘ s

Power Factor Isolated driver
>0.9 (THD <20%)

-

Top Quality Materials LDC Series . ) " N N N .
Take 1060 aluminum, outstanding performance, can reach the ~ Reserved a line of vent at the lamp, to further enhance the Optimization of The Cooling Air Duct Gr:a'l" D'Y'“Q‘ Process & Bak'"g Paint S'JW“E' ok
general thermal conductivity which aluminum alloy cant achieve;  performance of cooling syster. Both sides for street light is not closed completely, separately  The lamp surface treatment with grain drying process & baking

¥ keep holes to generate air duct, make better heat dissipation paint powder, enforce the anti-corrosion & surface strength ability
Also take anti-corrosion, heat resistance and low temperature paint pou ¢ the anti-cc face h bl
strength of good SUS304 stainless steel screws and SAS through air duct; Further to improve the best heat dissipation eanwhile improve better quality sense, creative design, elegan
engineering plastic backplane effect, fixture is designed by a row of air vent appearance.

& <

Efficient
cooling




Specifications
Order Code CREL-200010717
Model CREL-B4C-30W-STL
Power 30W
LED SMD
LED Source i?ééé@@
Color Temperature Available 2700~3300 / 3800™~4200K 4800~5200K / 5000~6500
Luminous Flux of LED Chip 110LM/W - (WW) 120LM/W - (CW)
Beam Angle 140*75
Input Voltage 100~240VAC, (50/60 Hz)
(Optional) Surge protection >20KV / 10kKA RUILEEN
CRI Ra> 70~80
Working Temperature -40°C~+50°C
Power Factor >0.9
Isolated (THD <20%)

(Optional) LED Driver

IP66 (According to IEC-EN 60598)

Ingress Protection Class
Impact Resistant IKO8 (According to IEC- EN 62262)
Material (Housing) Fin Shell (6063 Pure Aluminium) Heat Sink, Front Polycarbonate Lens
Size (mm) L366xW135xH84
Gross Weight 2.7 kg
Life 50,000 hrs (L80)

Specifications are subject to change without prior notice
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Specifications
Order Code CREL-200010817
Model CREL-B4C-60W-STL
Power 60W
LED SMD
LED Source i?ééé@@
Color Temperature Available 2700~3300 / 3800™~4200K 4800~5200K / 5000~6500
Luminous Flux of LED Chip 110LM/W - (WW) 120LM/W - (CW)
Beam Angle 140*75
Input Voltage 100~240VAC, (50/60 Hz)
(Optional) Surge protection >20KV / 10kKA RUILEEN
CRI Ra>70~80
Working Temperature -40°C~+50°C
Power Factor >0.9
(Optional) LED Driver Isolated (THD <20%)
Ingress Protection Class IP66 (According to IEC-EN 60598)
Impact Resistant IKO8 (According to IEC- EN 62262)
Material (Housing) Fin Shell (6063 Pure Aluminium) Heat Sink, Front Polycarbonate Lens
Size (mm) L431xW160xH&89
Gross Weight 3.6kg
Life ' 50,000 hrs (L80)

Specifications are subject to change without prior notice
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Specifications
Order Code CREL-200010917
Model CREL-B4C-100W-STL
Power 100W
LED SMD
LED Source i?ééé@@
Color Temperature Available 2700~3300 / 3800™~4200K 4800~5200K / 5000~6500
Luminous Flux of LED Chip 110LM/W - (WW) 120LM/W - (CW)
Beam Angle 140*75
Input Voltage 100~240VAC, (50/60 Hz)
(Optional) Surge protection >20KV / 10kKA RUILEEN
CRI Ra>70~80
Working Temperature -40°C~+50°C
Power Factor >0.9
Isolated (THD <20%)

(Optional) LED Driver

IP66 (According to IEC-EN 60598)

Ingress Protection Class
Impact Resistant IKO8 (According to IEC- EN 62262)
Material (Housing) Fin Shell (6063 Pure Aluminium) Heat Sink, Front Polycarbonate Lens
Size (mm) L431xW160xH&89
Gross Weight 3.9kg
Life 50,000 hrs (L80)

Specifications are subject to change without prior notice
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Specifications
Order Code CREL-200011017
Model CREL-B4C-120W-STL
Power 120W
LED SMD
LED Source i?ééé@@
Color Temperature Available 2700~3300 / 3800™~4200K 4800~5200K / 5000~6500
Luminous Flux of LED Chip 110LM/W - (WW) 120LM/W - (CW)
Beam Angle 140*75
Input Voltage 100~240VAC, (50/60 Hz)
(Optional) Surge protection >20KV / 10kKA RUILEEN
CRI Ra>70~80
Working Temperature -40°C~+50°C
Power Factor >0.9
Isolated (THD <20%)

(Optional) LED Driver

IP66 (According to IEC-EN 60598)

Ingress Protection Class
Impact Resistant IKO8 (According to IEC- EN 62262)
Material (Housing) Fin Shell (6063 Pure Aluminium) Heat Sink, Front Polycarbonate Lens
Size (mm) L631xW215xH&89
Gross Weight 4.6 kg
Life 50,000 hrs (L80)

Specifications are subject to change without prior notice
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@60mm Round Pole, 15° to 15° Tilt

Tool Less Snap-joint, Easy to Access
Electrical Part

Stainless Steel Waterproof Screw, Make it IP65

(Optional) Surge protection
>20KV / 10KA RUILEZN

Power Factor / !solated driver
>0.9 / (THD <20%)

Waterproof Cable Gland

LED Engine powered by high lumen

LED CBEE &

) N R Em— W

High Quality Electricity
Disconnector, Auto Switch off
Power when Open the Luminaire

Highly thermal Efficient PCB
made of Polytronics Material

High Pressure Die Cast Aluminium Waterproof Silicone Gasket

Impact Resistant K08
Powder Coated

+
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Specifications
Order Code CREL-200011117
Model CREL-BMS-60W-STL
Power 60W
LED SMD
LED Source i“?_ﬁéé‘éé@
Color Temperature Available 2700~3300 / 3800~4200K 4800~5200K / 5000~6500
Luminous Flux of LED Chip 115LM/W - (WW) 125LM/W - (CW)
4~5 MacAdam Steps for all Standard LED Colors

Color Stability

120° / 155*80°

Beam Angle

100~240VAC, (50/60 Hz)

Input Voltage

>20KV / 10KA RUILZEN

(Optional) Surge protection
CRI Ra> 70~80
Working Temperature -40°C~+50°C
>0.9

Power Factor

Isolated (THD <20%)

(Optional) LED Driver

IP66 (According to IEC-EN 60598)

Ingress Protection Class

IKO8 (According to IEC- EN 62262)

Impact Resistant

High Pressure Die Cast Aluminium & Powder Coated + Tempered Glass

Material (Housing)
Size (mm) L436xW200xH32
Gross Weight 3.5kg
Life 50,000 hrs (L80)

Specifications are subject to change without prior notice







Specifications
Order Code CREL-200011217 CREL-200011317
Model CREL-BMS-100W-STL CREL-BMS-120W-STL
Power 100W 120W
LED SMD
LED Source i:;%ééi:é@
Color Temperature Available 370073300/ S500°2200( 380042006 5000-2500¢
115LM/W - (WW) 125LM/W - (CW) 110LM/W- (WW) 120LM/W- (CW)

Luminous Flux of LED Chip

Color Stability

4~5 MacAdam Steps for all Standard LED Colors

120° / 155*80°

Beam Angle
Input Voltage 100~240VAC, (50/60 Hz)
(Optional) Surge protection >20KV / 10KA RUILEZN
CRI Ra> 70~80
Working Temperature -40°C~+50°C
Power Factor >0.9
Isolated (THD <20%)

(Optional) LED Driver

Ingress Protection Class

IP66 (According to IEC-EN 60598)

Impact Resistant

IKO8 (According to IEC- EN 62262)

High Pressure Die Cast Aluminium & Powder Coated + Tempered Glass

Material (Housing)
Size (mm) L490xW233xH32
Gross Weight 4.5kg
Life 50,000 hrs (L80)

Specifications are subject to change without prior notice







Specifications
Order Code CREL-200011417 CREL-200011517
Model CREL-BMS-150W-STL CREL-BMS-180W-STL
Power 150W 180W
LED SMD
LED Source i:;%ééi:é@
Color Temperature Available 18073300/ S500°2200(  3800-4200% _5000-2500¢
115LM/W - (WW) 125LM/W - (CW) 110LM/W- (WW) 120LM/W- (CW)

Luminous Flux of LED Chip

Color Stability

4~5 MacAdam Steps for all Standard LED Colors

120° / 155*80°

Beam Angle
Input Voltage 100~240VAC, (50/60 Hz)
(Optional) Surge protection >20KV / 10KA RUILEZN
CRI Ra> 70~80
Working Temperature -40°C~+50°C
Power Factor >0.9
Isolated (THD <20%)

(Optional) LED Driver

Ingress Protection Class

IP66 (According to IEC-EN 60598)

Impact Resistant

IKO8 (According to IEC- EN 62262)

High Pressure Die Cast Aluminium & Powder Coated + Tempered Glass

Material (Housing)
Size (mm) L553xW260xH35
Gross Weight 5.8 kg
Life 50,000 hrs (L80)

Specifications are subject to change without prior notice
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Optional Photo Cell

@60mm Round Pole, 15° to 15° Tilt

Tool Less Snap-joint, Easy to Access
Electrical Part

Stainless Steel Waterproof Screw, Make it IP65

(Optional) Surge protection
>20KV / 10KA RUILEZN

Power Factor / !solated driver
>0.9 / (THD <20%)

Waterproof Cable Gland

LED Engine powered by high lumen

LED CBEE &

) N R Em— W

High Quality Electricity
Disconnector, Auto Switch off
Power when Open the Luminaire

Highly thermal Efficient PCB
made of Polytronics Material

High Pressure Die Cast Aluminium Waterproof Silicone Gasket

Impact Resistant K08
Powder Coated

+
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Specifications
Order Code CREL-200011617 CREL-200011717
Model CREL-D12-30W-STL CREL-D12-60W-STL
Power 30W 60W
LED SMD
LED Source i:;%:fééé:%
Color Temperature Available 2700~3300 / 3800~4200K 4800~5200K / 5000~6500
Luminous Flux of LED Chip 115LM/W - (WW) 125LM/W - (CW)
Beam Angle 120° / 155*80°
Input Voltage 100~240VAC, (50/60 Hz)
(Optional) Surge protection >20KV / 10KA RUILEEN
CRI Ra> 70~80
Working Temperature -40°C~+50°C
Power Factor >0.95
Isolated (THD <20%)

(Optional) LED Driver

Ingress Protection Class

IP66 (According to IEC-EN 60598)

Impact Resistant

IKO8 (According to IEC- EN 62262)

Material (Housing)

High Pressure Die Cast Aluminium & Powder Coated + Tempered Glass

Size (mm) L680xW250xH145
Gross Weight 5.1kg 5.1kg
Life 50,000 hrs (L80)

Specifications are subject to change without prior notice
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Specifications
Order Code CREL-200011817
Model CREL-D12-100W-STL
Power 100W
LED SMD
LED Source !f:;%:'iéé‘i:%
Color Temperature Available 2700~3300 / 3800~4200K 4800~5200K / 5000~6500
Luminous Flux of LED Chip 115LM/W - (WW) 125LM/W - (CW)
Beam Angle 120° / 155*80°
Input Voltage 100~240VAC, (50/60 Hz)
(Optional) Surge protection >20KV / 10KA RUILEEN
CRI Ra> 70~80
Working Temperature -40°C~+50°C
Power Factor >0.95
Isolated (THD <20%)

(Optional) LED Driver

Ingress Protection Class

IP66 (According to IEC-EN 60598)

Impact Resistant

IKO8 (According to IEC- EN 62262)

High Pressure Die Cast Aluminium & Powder Coated + Tempered Glass

Material (Housing)
Size (mm) L660xW290xH145
Gross Weight 6.2 kg
Life 50,000 hrs (L80)

Specifications are subject to change without prior notice







Specifications
Order Code CREL-200011917
Model CREL-D12-150W-STL
Power 150w
LED SMD
LED Source !f:;%:'iéé‘i:%
Color Temperature Available 2700~3300 / 3800~4200K 4800~5200K / 5000~6500
Luminous Flux of LED Chip 115LM/W - (WW) 125LM/W - (CW)
Beam Angle 120° / 155*80°
Input Voltage 100~240VAC, (50/60 Hz)
(Optional) Surge protection >20KV / 10KA RUILEEN
CRI Ra> 70~80
Working Temperature -40°C~+50°C
Power Factor >0.95
Isolated (THD <20%)

(Optional) LED Driver

Ingress Protection Class

IP66 (According to IEC-EN 60598)

Impact Resistant

IKO8 (According to IEC- EN 62262)

High Pressure Die Cast Aluminium & Powder Coated + Tempered Glass

Material (Housing)
Size (mm) L720xW300xH150
Gross Weight 7.7 kg
Life 50,000 hrs (L80)

Specifications are subject to change without prior notice
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Head Office:

# 142, Industrial Triangle,

Kahutta Road, Islamabad-Pakistan.
Tel: 92-51-4492001~3

Fax: 92-51-8355288

Lahore Office:

606, F-2 Johar Town
Lahore-Pakistan.

Tel: 92-42-35220691~3
Fax: 92-42-35220694

Karachi Office:
# A-52, Block-C,

Gulshan-e-Jamal, Karachi-Pakistan.

Tel: 92-21- 34680652
Fax: 92-21-34580752

URL

www.crestpak.com
www.crestled.com
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