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CR-1019

Description

Body: Gahanized steel plate after jointing welding.
Optical system: Anodized aluminium refiector and PMMA high

tranzparent diffuser.
Gear plate: Galvanized stesl plate, special screw fastening.
Finishing: Burface anti-agsing slectrostatic spray processing,

sUper recislance Lo comosion. 5 e .
Assembling neight: 4-6m. Optical Application
Fixing: Top fitting @60mm or 3/4" gas thread

HID With Reflector LED Optical T42 (86138} LED Optical T43 (B0150) LED Optical T4 (50150)
| " / , " |

€B=d i &x

Technology Data

Cord Voltage . g Packing size ( mm )

CR-1019 ( 20) 20w 100-277
CR-1019 ( 30) 30W 100-277
CR-1019 ( 40) 40w 100-277 11.4 12.6 475 * 425 * 743
CR-1019 ( 50) 50W 100-277
CR-1019 ( 60) 6ow 100-277

W Crest LED Lighting www.crestled.com [



CR-1020

Description

Body:
Optical system:

Gear plate:
Finishing:

Asssmbling height:
Fixing:

Gahanized steel plate after jointing welding.
Anodized aluminium refiector and PMMA high
tranzparent diffuser.

Galvanized stesl plate, special screw fastening.
Burface anti-agsing slectrostatic spray processing,
sUper recislance Lo comosion.

4-8m.

Top fitting @60mm or 3/4" gas thread

€B=d i &x

Crest LED Lighting

Optical Application

HID With Reflector LED Optical T12 (85135} LED Optical T13 (80150) LED Optical T44 (50150}

Technology Data

870

CR-1020 ( 35) 35w 100-277
CR-1020 ( 45) 45w 100-277 8.0 il e
CR-1020 ( 60) 60W 100-277

www.crestled.com




CR-1021 A

Description

Body: Galvanized steel plate after jointing welding.
Optical system: Anodized aluminium refiector and PMMA high
transparent difuser.

Gear plats: Galvanized stesl plate, special screw fastening.
Finishing: Burface anti-agsing slectrostatic spray proosssing,
SUPST Mesistancs 1o comosion.

Asssmbling height: 4-8m.
Fixing: Top fitting @60mm or 3/4" gas thread.

€B@&@Ds & &N

Cpecmbiox  arwars

0630

=T i ol

o/6 | '

3000-4000

Optical Application

HID With Reflector
SN L -

Technology Data
wer
CR-1021 (20) 20W 100-277
CR-1021 ( 30) 30w 100-277
CR-1021 (40) 40W 100-277
CR-1021 (50) 50W 100-277
60W 100-277

CR-1021 ( 60 )

8.5 9.5 650 * 650 * 450

W Crest LED Lighting
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CR-1022

Description

Body: Galvanized steel plate after jointing welding.
Optical system: Anodized aluminium refisctor and PMMA high
transparent difuser.

Gear plats: Galvanized stesl plate, special screw fastening.
Finishing: Burface anti-agsing slectrostatic spray processing,
SUpSr esistance o comosion.

Asssmbling height: 4-8m.
Fing: Top fitting @60mm or 3/4" gas thread.

IR A

-

W Crest LED Lighting

Optical Application

—

HID With Reflector

LED Optical T2 (B5135)
R

LED Optical T13 (80150} LED Opfical T14 (50450}
wof_ ] b v

o

Voltage N.W (kg ) G.W (kg ) | Packing size ( mm )

'?m". ‘:suonnh
Technology Data
wer
CR-1022 ( 30) 30w 100-277
CR-1022 ( 60 ) 60w 100-277
CR-1022 (90) 90w | 100-277
CR-1022 (120) 120W 100-277

10.4

11.6 560 * 560 * 230

www.crestled.com [N
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CR-1 023 o) o) B

Description
Body: Galvanized steel plate after jointing welding.
ical system: Anodized aluminium refiector and PMMA high
transparent difuser.
Gear plate: Galvanized stesl plate, special screw fastening.
Finishing: Burface anti-agsing slectrostatic spray processing,

SUpSr Mesistance I Comosion.
Asssmbling height: 4-8m.
Fing: Top fitting @60mm or 3/4" gas thread.

AEICIZSIFIFIEL:

-

Optical Application

620

410

100V-277V| | »50000 h

Technology Data

Voltage Packing size ( mm )

CR-1023 ( 30) 30W 100-277

CR-1023 (40) | 40W | 100277
CR-1023(50) | S0W | 100-277

CR-1023 ( 60) 60W 100-277

7.4 8.6 660*660%460

W Crest LED Lighting www.crestled.com [
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CR-1024 .

Description

Body: Galvanized steel plate after jointing welding.
ical system: Anodized aluminium refiector and PMMA high
transparent difuser.
Gear plate: Galvanized stesl plate, special screw fastening.
Finishing: Burface anti-agsing slectrostatic spray processing,
SUpSr Tesislancs 1o Comosion.

Fing:

€Beds &M

Optical Application

@550

105'135165°120
B

550

Q76

105

1

CR-1024 (20) 20W 100-277
CR-1024 (30) 30w 100-277
CR-1024 (40) 40W 100-277
CR-1024 (60) 60W 100-277

6.8

Packing size (mm)

7.8 580*265%265

www.crestled.com [N



CR-1025

Description

Sody:
Optical system:

Gear plats:
Finishing:

Asssmbling height:
Fixing:

Galvanized steel plate after jointing welding.
Anodized aluminium refiector and PMMA high
transparent difuser.

Galvanized stesl plate, special screw fastening.
Burface anti-agsing slectrostatic spray proosssing,
SUPST Nesistancs 1o comosion.

4-Em.

Top fitting &76mm.

AR A

W Crest LED Lighting

Cpecmbiox  arwars

Optical Application

Typel

JwEoaes iy

100V-2I7V | 250000 h

Technology Data

- ©560 ~
[ 1
710
90
I
976
Dimensions

. ( kg ) oV ( kg ) par_.king e ( i )

CR-1025 ( 60)

er
CR-1025 (30) 30w 100-277
CR-1025 (40) 40W 100-277
CR-1025 (50 ) 50w 100-277
60W 100-277

9.2

11:5 605 * 605 * 750

www.crestled.com [N



CR-1026 .=

Description

Body: Galvanized steal plate after jointing welding.

Optical system: Anodized aluminium refiector and PMMA high
trancparent diffuser

Gear plats: Galvanized stesl plate, special screw fastening.

Finishing: Burface anti-agsing slectrostatic spray proosssing,

SUPST Nesistancs 1o comosion.
Aszembling height: 4-8m.
Fixing: Top fitting &76mm.

AR A

Cpecmbiox  arwars

W Crest LED Lighting

Optical Application

© -}

10 L

HID With Reflector LED Optical T42 (85138) LED Optical T13 (BH50) LED Optical T44 (50150)
w s | P e

>50000 h

100V-277V
50-60Hz

Technology Data

Cord Voltage

CR-1026 ( 20) 20W 100-277
CR-1026 ( 30) 30w 100-277
CR-1026 (40) 40W 100-277
CR-1026 (50) 50w 100-277
CR~-1026 ( 60) 60W 100-277

Dimensions
©es0
—_— — O g‘ 1
\ / 217
76
&/C

Packing size ( mm )

12.2 13.8 650 * 650 * 217

www.crestled.com [N



CR-1027 L=

Description

Body: Gahanized steel plate after jointing welding.
Optical system: Anodized aluminium refiector and PMMA high
tranzparent diffuser.

Gear plate: Galvanized stesl plate, special screw fastening.
Finishing: Burface anti-agsing slectrostatic spray processing,
sUper recislance Lo comosion.

Agssmbling height: 4-6m.
Fixing: Top fitthg E76mm.

ACICICIRAIFIEL A

Cremmbiox  arswrs

Optical Application

HID With Reflector LED Optical T12 (5135} LED Optical T13 (80150} LED Optical T14 (50450}
i 5 . A . b m : A

i
. \ 1o

L

| r 764
100V-277V| | 50000 h

Technology Data

Vc’ltage paCking Size ( . )
20W

CR-1027 ( 20 100-277

)

CR-1027 (30) 30W | 100-277

CR-1027 (40) 40W | 100277 12.2 13.8 666 * 260 * 764
)
)

CR-1027 ( 50 50W 100-277
CR-1027 ( 60 60W 100-277

W Crest LED Lighting www.crestled.com [




CR-1 028 o) o) B

Description

Body: Galvanized steel plate after jointing welding.
Optical system: Anodized aluminium refiector and PMMA high
transparent difuser.

Gear plats: Galvanized stesl plate, special screw fastening.
Finishing: Burface anti-agsing slectrostatic spray proosssing,
SUPST Nesistancs 1o comosion.

Asssmbling height: 4-8m.
Fixing: Top fitting &76mm.

€B@&@Ds & &N

Cpecmbiox  arwars

Optical Application

HID With Reflector LED Optical T12 (B5135) LED Optical T43 (B0150) LED Opfical T44 {SH50)
o . M w| | o A 4 [

AT |
o - =, N

w S .

T
e
A

ur T sfl
; Dimensions
H:W—m\l' ~50000 h ©E20
Technology Data

VOitage pad(ing i ( = )

CR-1028 (20) 20w 100-277
CR-1028 (30) 30w 100-277
CR-1028 ( 40 ) 40W 100-277 12.0 13.4 620 * 620 * 800
CR-1028 (50) 50w 100-277
CR-1028 (60 ) 60w 100-277

W Crest LED Lighting www.crestled.com [




CR-1029

Description
Body: Galvanized steel plate after jointing welding.
Optical system: Anodized aluminium refiector and PMMA high

Gear plats:
Finishing:

Asssmbling height:
Fixing:

transparent difuser.

Galvanized stesl plate, special screw fastening.
Burface anti-agsing slectrostatic spray proosssing,
SUPST Nesistancs 1o comosion.

4-Em.

Top fitting &76mm.

€B@&@Ds & &N

Cpecmbiox  arwars

W Crest LED Lighting

=

0

i

o

Optical Application

L

LED Optical T12 (85135)

T

LED Optical T43 (80150}
a [ o

[ omrisooso — l omes T 00

Technology Data

VOitage

Dimensions

DEEE

CR-1029 ( 20 ) 20w 100-277
CR-1029 ( 30) 30w 100-277
CR-1029 ( 40) 40W 100-277
CR-1029 ( 50) 50W 100-277
CR-1029 (60 ) 60W 100-277

12.2 13.8

Packing size ( mm )

666 * 666 * 560

www.crestled.com [N
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Description

Body: Galvanized steal plate after jointing welding.

Optical system: Anodized aluminium refiector and PMMA high

transparent difuser.
Gear plats: Galvanized stesl plate, special screw fastening.
Finishing: Surface anti-agsing slectrostatic spray processing,
SUPST Nesistancs 1o comosion.

Aszembling height: 4-8m.

Fixing: Top fitting &76mm.
Optical Application

e N (el e[
(€ CB‘ & @ ‘ 66 54 |08 B Type
105135 162" TS Dimensions
LY AN, T, 650
so‘){‘) \\45\-.\3o~ ] e '/- a5/ 7/ 7e0 SIS,
674
76
Technology Data
CR-1030 ( 20) 100-277
CR=-1030 (30) 30w 100-277
CR-1030 (40) 40W 100-277 10.2 12.5 650 * 650 * 674
CR-1030 ( 50) 50W 100-277
CR=-1030 ( 60) 60w 100-277
W Crest LED Lighting www.crestled.com [



CR-1031

Description

Body: Die-cast aluminium

Cptical system: Anodized aluminium refisctor and PC diffuser.
Gear plate: Galvanized stesl plate.

Finishing: Surface ami-agsing SlecTroSwatic Spray processing,

SUPSr Mecistancs to comosion.
Assambling height: 4-8m.
Fixing- Top fiting @60mm / @7Emm

€ eD|s =

W Crest LED Lighting

Optical Application

Type

3571657120105
B Ao E LAl

Dimensions

PEI0

®©76

Technology Data

CR-1031 (80)

=
CR-1031 (30) 30W 100-277
CR-1031 (40) 40W 100-277
CR-1031 (50) 50W 100-277
CR-1031 (60) 60W 100-277
80W 100277

10.2 12.5 690 * 690 * 480

www.crestled.com [N



CR-1032

Description

Body: Galvanized steel plate after jointing welding.
Optical system: Anodized aluminium refiector and PMMA high
transparent difuser.

Gear plats: Galvanized stesl plate, special screw fastening.
Finishing: Burface anti-agsing slectrostatic spray proosssing,
SUPST Nesistancs 1o comosion.

Asssmbling height: 4-8m.
Fixing: Top fitting &76mm.

€B@&@Ds & &N

Cpecmbiox  arwars

W Crest LED Lighting

Optical Application

Type

105"135°1657 1207105
T TR =T 13

O

Technology Data

CR-1032 ( 30) 20W | 100277
CR-1032 (40) 30W | 100277
CR-1032 (50) | 40W | 100277
CR-1032 ( 60) SOW | 100-277
CR-1032 ( 80) 60W | 100277

Dimensions

©593

Packing size ( mm )

13.8 593 * 593 * 523

www.crestled.com [N



Optical Application

R-1033 W&

Body: Galvanized steel plate after jointing welding.
Optical system: Anodized aluminium refiector and PMMA high

Description

transparent difuser. 644
Gear plats: Galvanized stesl plate, special screw fastening.
Finishing: Surface anti-agsing eleclrostatic spray procassing,
SUPST /BEistance 1o comosion. ’/______._r—
Fing: \ J
e N (e 1K 702
€ CB‘ e D ‘_se 08 E ‘
¢
L i | 5"' 30
105 120°165° 12071057
) i @76

Technology Data

CR-1033 (35) 100-277
CR-1033 (45) 45W 100-277 115 o R
CR-1033 (55) 55W 100-277

CR-1033 (60 ) 60W 100-277

W Crest LED Lighting www.crestled.com [



Optical Application

CR-1034 .

Description Type T
105135 16571201105
Body: Galvanized steel plate after jointing welding. T —T I 3}
Optical system: Anodized aluminium refiector and PMMA high
transparent difuser.
Gear plats: Galvanized stesl plate, special screw fastening.
Finishing: Burface anti-agsing slectrostatic spray processing,

SUpSr Tesislancs 1o Comosion.

Fing:

€Beds &M

400

",

5
B0 N

‘. X I\,‘ {496 ';-" s el [
T i L0 e / ‘5 v/ / o 76

Technology Data

R el e )

CR-1034 (20) 100-277
CR-1034 (40) 40w 100-277 o - NR—
CR-1034 (55) 55W 100-277
CR-1034 (70) 70W 100-277

W Crest LED Lighting www.crestled.com [



CR-1035

Description

Body: Galvanized steel plate after jointing welding.
Optical system: Anodized aluminium refiector and PMMA high
transparent difuser.

Gear plats: Galvanized stesl plate, special screw fastening.
Finishing: Burface anti-agsing slectrostatic spray proosssing,
SUPST Nesistancs 1o comosion.

Asssmbling height: 4-8m.
Fixing: Top fittng ©60mm / &76mm.

AR A

Cpecmbiox  arwars

Optical Application

o 0

HID With Refiector LED Optical T12 (85135} LED Optical T13 [BH50) LED Optical T14 (50150}

Technology Data

Cord Voltage Packing size ( mm )

CR-1035 ( 20) 20w 100-277
CR-1035 ( 30) 30W 100-277
CR-1035 (40) 40w 100-277 10.0 11.4 481 * 481 * 290
CR-1035 ( 50) 50W 100-277
CR-1035 ( 60 ) 60W 100-277

W Crest LED Lighting www.crestled.com [




CR-1036

Description

Body: Galvanized steel plate after jointing welding.
Optical system: Anodized aluminium refiector and PMMA high
transparent difuser.

Gear plats: Galvanized stesl plate, special screw fastening.
Finishing: Burface anti-agsing slectrostatic spray proosssing,
SUPST Nesistancs 1o comosion.

Asssmbling height: 4-8m.
Fixing: Top fittng ©60mm / &76mm.

AR A

Cpecmbiox  arwars

Optical Application

HID With Reflector LED Optical T12 (B5135) LED Optical T43 (B0150) LED Opfical T44 {SH50)

-

'2":,;“”,;". >50000 h 460
) I —
3
Technology Data
CR-1036 ( 30 ) 100-277
CR-1036 (40 ) 40w 100-277 8.5 g B
CR-1036 ( 50 ) 50w 100-277
CR-1036 ( 60 ) 60w 100-277

W Crest LED Lighting www.crestled.com [



CR-1037 Lu=

Description

Body: Gahanized steel plate after jointing welding.
Optical system: Anodized aluminium refiector and PMMA high
transparent diffuser.

Gear plate: Galvanized stesl plate, special screw fastening.
Finishing: Burface anti-agsing slectrostatic spray processing,
SUPSr reeistancs 1o comosion.

Agssmbling height: 4-6m.
Fixing: Top fiting G60mm / &76mm.

A<ICIEIRIRIEL -

Cremmbiox  arswrs

Optical Application

HID With Reflector LED Optical T12 (B5135) LED Optical T13 (80150} LED Optical T14 (50450}

100V-277V
50-60Hz

>50000|-;
. T AETTITH YT,
]
Leat T8
Technology Data
CR™-1037 ( 30) 100-277
40W 100-277
CR™-1037 (40) 70 8.5 R
CR™-1037 ( 50) 50w 100-277
CR™-1037 ( 60) 60W 100-277

www.crestled.com [N
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Description

Body: Gahanized steel plate after jointing welding.
Optical system: Anodized aluminium refiector and PMMA high
tranzparent diffuser.

Gear plate: Galvanized stesl plate, special screw fastening.
Finishing: Burface anti-agsing slectrostatic spray processing,
SUper recislance Lo comosion.

Agssmbling height: 4-6m.
Fixing: Top fitting G60mm

GEITIIAA &

Technology Data

N el el e B

CR-1038 ( 30) 30w 100-277
CR-1038 (40 ) 40W 100-277
CR-1038 ( 50 ) 50w 100-277 - i P
CR-1038 ( 60 ) 60w 100-277
CR-1038 (80) 80w 100-277
CR-1038 (100) | 100W 100-277

Crest LED Lighting www.crestled.com



CR-1039

Description

Body: Dig-cast aluminiurm.

Optical system: Anodized aluminium refisctor and PC diffusar.
Goar plate: Galvanized stesl plate.

Finishing: Surface anti-agsing slectrostatic spray processing,

SUDSP MeSiStances to COmosion.
Assembling height: 4-8m.
Fixing: Ei38mm whbe hanging.

B e (s &I

Optical Application

D560

Dimensions
Technology Data
wer
CR-1039 ( 20) 20W 100-277
CR-1039 ( 30) 30w 100-277
CR-1039 ( 40) 40W 100-277
CR-1039 ( 50) 50W 100-277
CR-1039 ( 60) 60W 100-277

9.8 10.9 560 * 560 * 411

W Crest LED Lighting
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CR-1040

Description

Boay,

m System:

Gear plats:
Finishing:

Asssmbling height:
Fing:

Galvanized steel plate after jointing welding.
Anodized aluminium refisctor and PMMA high
transparent difuser.

Galvanized stesl plate, special screw fastening.
Burface anti-agsing slectrostatic spray proosssing,
SUPSr eEistance D comosion.

4-8m.

Top fitting G76mm.

€Beds &M

W Crest LED Lighting

) o

Optical Application

_ Optical T13 (80150}

AT-1040 ( 20)

Technology Data

480

Voltage
CR™-1040( 30) 30W 100-277
CR=-1040 ( 40) 40W 100-277
CR™-1040( 50) 50W 100-277
CR-1040( 60 ) 60W 100-277

7.4

256

618

L )
P60/76

Packing size ( mm )

8.6 660*660*460

www.crestled.com [N



CR-1041

Description

Body: Gahanized steel plate after jointing welding.
Optical system: Anodized aluminium refiector and PMMA high
tranzparent diffuser.

Gear plate: Galvanized stesl plate, special screw fastening.
Finishing: Burface anti-agsing slectrostatic spray processing,
sUper recislance Lo comosion.

Agssmbling height: 4-6m.
Fixing: Top fittng @60mm

ACICICIRAIFIEL A

Cremmbiox  arswrs

Optical Application

LED Optscal T12 (85135} LED Optical T13 [B0160) LED Optical T14 (50150}

100V-297V | 250000 h

Tec:hnoic:tm,-r Data

Voltage N.W (kg ) G.W(kg) Packing size ( mm )

CR-1041 ( 20) 100-277
CR-1041 ( 30) 30w 100-277
CR-1041 (40) 40W 100-277 9.9 109 ——

CR-1041 (50) 50w 100-277
CR-1041 (60) 60w 100-277
CR-1041 ( 80) 80W 100-277

W Crest LED Lighting www.crestled.com [



CR-1042

Description

Body: Galvanized steel plate after jointing welding.

Optical system: Anodized aluminium refiector and PMMA high
trancparent diffuser

Gear plats: Galvanized stesl plate, special screw fastening.

Finishing: Burface anti-agsing slectrostatic spray proosssing,

SUPST Nesistancs 1o comosion.
Asssmbling height: 4-8m.
Fixing: Top fittng G60mm / &76mm.

Optical Application

(€& D& & « I

Cpecmbiox  arwars

rrrwl Wy - =~ =

@ 598

100V-277V| | 250000 h ‘

n

g

106

- -

Technology Data

Packing size ( mm )
CR-1042 ( 20) 20w 100-277
CR-1042 ( 30) 30W 100-277
CR™-1042 (40) 40W 100-277 10.7 11.9 508 * 508 * 301
CR-1042 (50) 50W 100-277
CR-1042 (60 ) 60w 100-277

Crest LED Lighting www.crestled.com



CR-1043

Description

Y VS
3 i
-l ‘g - Emm

Body:
Optical system:

Gear plate:
Finishing:

Asssmbling height:
Fixing:

Gahanized steel plate after jointing welding.
Anodized aluminium refiector and PMMA high
tranzparent diffuser.

vanized stesl plate, special screw fastening.
Burface anti-agsing slectrostatic spray processing,
sUper recislance Lo comosion.

4-8m.

Top fitting G60mm / &78mm.

€B=d i &x

Crest LED Lighting

Optical Application

LED Optical T42 (85136} LED Optical T43 (80150) LED Optical T44 (50150)

100V-277V
50-60Hz

>50000 h

Technology Data

ool Voltage G.W(kg) Packing size ( mm )
CR-1043 (20) 20W 100-277
CR-1043 ( 30) 30w 100-277
CR-1043 (40) 40w 100-277 17 12.9 380 * 380 * 561
CR-1043 (50) 50w 100-277
CR-1043 (60) 60w 100-277

www.crestled.com




CR-1044

Description

Body: Galvanized steel plate after jointing welding.
ical system: Anodized aluminium refisctor and PMMA high
transparent difuser.

Gear plats: Galvanized stesl plate, special screw fastening.
Finishing: Burface anti-agsing slectrostatic spray processing,
SUPST BEistance o Comosion.

Asssmbling height: 4-8m.
Fixing: Top fittng O60mm / &7Bmm.

EICIZEIFIREIEL:)

-

il

Optical Application

LED Optical T12 (85135)

_ Optical T13 (801560}

Technology Data

&0-7&

| 100

-
CR-1044 ( 40) 40W 100-277
CR-1044 ( 60 ) 60w 100-277
CR-1044 (80) 80w 100-277
CR-1044 ( 100) 100w 100-277
CR-1044 (120) 120W 100-277

N.W (kg )

104

Packing size ( mm )

11.6 350 * 700 * 150

W Crest LED Lighting
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R-1045

Description

Body:
Optical system:

Gear plats:
Finishing:

Assembling height:
Fing:

Galvanized steel plate after jointing welding.
Anodized aluminium refiector and PMMA high
transparent difuser.

Galvanized stesl plate, special screw fastening.
Burface anti-agsing slectrostatic spray processing,
SUPST Beistance U0 comosion.

4-Em.

Top fitting G©76mm.

€ a&D|s =N

W Crest LED Lighting

Optical Application

Type

Technology Data

Voltage

400

490

Packing size ( mm )

CR-1045 ( 50)

CR-1045 (30) 30w 100-277
CR-1045 ( 40) 40W 100-277
50W 100-277

4.5

S 470%470%560

www.crestled.com [N



Description

Body: Galvanized steel plate after jointing welding.

Optical system: Anodized aluminium refiector and PMMA high
transparent difuser.

Gear plate: Galvanized stesl plate, special screw fastening.

Finishing: Burface anti-agsing slectrostatic spray processing,

SUPST Beistance U0 comosion.
Assembling height: 4-8m.

Foting: Top fittng O60mm / @7Emm.
(E CB‘ = @ ‘ TERECARET: B Optical Application
ac 66 54 08
A =480

LED Optical T42 (85135} LED Optical T13 (BB}

684

M= @76/60

100V-277V|
50-60Hz

50000 h 80-76

Technology Data

Voltage N.W (kg ) G.W (kg ) | Packing size ( mm )

CR-1046 ( 30) 100-277

CR-1046 ( 40 ) 40w | 100-277 10.2 11.4 520 * 520 * 700

CR-1046 (80 ) 80W 100-277
CR-1046 (100) | 100W | 100-277 12.5 13.4 620 * 620 * 700

CR-1046 (120) 120w 100-277

W Crest LED Lighting www.crestled.com [



CR-1047

Description

Boay,

K:CL System:

Gear plats:
Finishing:

Assembling height:
Fing:

Galvanized steel plate after jointing welding.
Anodized aluminium refisctor and PMMA high
transparent difuser.

Galvanized stesl plate, special screw fastening.

Surface anti-ageing eleciTostatic Spray Procassing,

SUPST Beistance U0 comosion.
4-Em.
Top fittng O60mm / G76mm.

€= & & &«

W Crest LED Lighting

-

Irl

= i
-
- e

Optical Application

LED Optical T42 (85125) LED Opical T43 (80150)

360X360

= ki
S

467

- = {
100V-277V| | 50000 h G e:u-n [ - |
71 T oy
Technology Data
CR-1047 (30) 30w 100-277
CR-1047 (40) 40W 100-277
CR-1047 (60 ) 60W | 100-277 9.4 10.6 400 * 400 * 500
CR-1047 (80) 80W 100-277

www.crestled.com [N



CR-1048

Description
Body: Galvanized steel plate after jointing welding.
ical system: Anodized aluminium refiector and PMMA high
transparent difuser.
Gear plats: Galvanized stesl plate, special screw fastening.
Finishing: Burface anti-agsing slectrostatic spray processing,

SUPST Beistance U0 comosion.
Assembling height: 4-8m.
Fixing: Top fittng O60mm / &7Bmm.

€= & & &

-

Optical Application

. 360X 360 =

~

Ta]

<t
o \i |
L R i
|mmv. ‘DSDOﬂI'Ih ﬁ ﬂﬂ??ﬁ r :
5 s Loez]
o] IIDU 076

Technology Data

Cord G.W (kg ) | Packing size ( mm )

CR-1048 (30 ) 30w | 100-277
CR-1048 (40) | 40W [ 100-277
)
)

CR-1048 ( 60 60W | 100-277 9.4 10.6 400 * 400 * 500
CR-1048 ( 80

80w 100-277

W Crest LED Lighting www.crestled.com [



CR-1049

Description

Body: Galvanized steel plate after jointing welding.
ical system: Anodized aluminium refiector and PMMA high
transparent difuser.

Gear plats: Galvanized stesl plate, special screw fastening.
Finishing: Burface anti-agsing slectrostatic spray processing,
SUPST Beistance U0 comosion.

Assembling height: 4-8m.
Fixing: Top fittng O60mm / &7Bmm.

EICIZSIFIFIEL:

-

W Crest LED Lighting

Optical Application

Technology Data

LED Optical T12 (B5135)
L ke

LED Optical T43 (80450}

60-76

wer
CR-1049 (20) 20W 100-277
CR-1049 (30) 30w 100-277
CR-1049 (40) 40W 100-277
CR-1049 (50) 50w 100-277
CR-1049 (60 ) 60W 100-277

8.4

9.6 720 * 720 * 520

www.crestled.com [N



CR-1050

Description

Body: Galvanized steel plate after jointing welding.
Optical system: Anodized aluminium refiector and PMMA high
transparent difuser.

Gear plats: Galvanized stesl plate, special screw fastening.
Finishing: Burface anti-agsing slectrostatic spray processing,
SUPST Beistance U0 comosion.

Assembling height: 4-8m.
Fixing: Top fittng O60mm / &7Bmm.

IR A

-

Optical Application

LED Optical T42 (85136 LED Optical T13 (B0150)

: o =
it :snonoh‘ ﬂ 076

Technology Data

Pad(ing = ( i )

CR-1050 ( 20) 20W 100-277
CR-1050 ( 30 ) 30W 100-277
CR-1050 ( 40) 40W 100-277 8.4 9.6 720 * 720 * 520
CR-1050 ( 50 ) 50W 100-277
CR-1050 ( 60 ) 60W 100-277

W Crest LED Lighting www.crestled.com [




CR-1051

Description

Body: Galvanized steel plate after jointing welding.
Optical system: Anodized aluminium refiector and PMMA high
transparent difuser.

Gear plats: Galvanized stesl plate, special screw fastening.
Finishing: Burface anti-agsing slectrostatic spray processing,
SUPST Beistance U0 comosion.

Assembling height: 4-8m.
Fixing: Top fittng O60mm / &7Bmm.

EEICIEIPAEAIE A

-

Optical Application

LED Optical T42 (85136 LED Optical T13 (B0150)

100V.277V| | 50000 h ‘ 076

(= |
e

Technology Data

o ( kg ) PaCking N ( i )

CR-1051 ( 20) 20W 100-277
CR-1051 (30) 30W 100-277
CR-1051 (40) | 40W | 100-277 8.8 9.9 750 * 750 * 520
CR-1051 (50 ) 50W 100-277
CR-1051 ( 60) 60W 100-277

W Crest LED Lighting www.crestled.com [



CR-1052

Description

Body: Galvanized steel plate after jointing welding.

Optical system: Anodized aluminium refiector and PMMA high
transparent difuser.

Gear plate: Galvanized stesl plate, special screw fastening.

Finishing: Burface anti-agsing slectrostatic spray processing,

SUPST Beistance U0 comosion.
Assembling height: 4-8m.
Fixing: Top fittng O60mm / &7Bmm.

AICIEIFIERIE .

Optical Application

LED Optical T42 (B5138) LED Optical T43 [BH50)

I\;\W-zrr\r 250000 h 60-76

Technology Data

Power | Voltage G.W (kg ) | Packing size ( mm )

CR-1052 ( 60 ) 60W 100-277

12.3 13.8 760*760%620

CR-1052 (90 ) oow 100-277

www.crestled.com [N

W Crest LED Lighting



CR-1053

Description
Body: Galvanized steel plate after jointing welding.
ical system: Anodized aluminium refiector and PMMA high
transparent difuser.
Gear plats: Galvanized stesl plate, special screw fastening.
Finishing: Burface anti-agsing slectrostatic spray processing,

SUPST Beistance U0 comosion.
Assembling height: 4-8m.
Fixing: Top fittng O60mm / &7Bmm.

I A

Optical Application

LED Optical T42 (85136 LED Optical T13 (B0150)

Technology Data

Voltage <Q Packing size ( mm )

CR-1053 ( 60) 60W | 100-277

12.4 13.9 790*790%690

CR-1053 (90) 90w 100-277

www.crestled.com [N
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CR-1054

Description

Body: Galvanized steel plate after jointing welding.
Optical system: Anodized aluminium refiector and PMMA high
transparent difuser.

Gear plats: Galvanized stesl plate, special screw fastening.
Finishing: Burface anti-agsing slectrostatic spray processing,
SUPST Beistance U0 comosion.

Assembling height: 4-8m.
Fixing: Top fittng O60mm / &7Bmm.

Caw@s 25

Optical Application

LED Optical T12 (85135) LED Optical T13 (80150)

2 ks
I @
u;n\l'-m\l' 50000 h &0-7e
=1

3 | 100 £]

i =

1)

L

)

0

Technology Data

Voltage Packing size ( mm )

CR-1054 ( 60 ) 60W 100-277

12.6 14.2 850*850*330

CR-1054 ( 90) 90w 100-277

www.crestled.com [N
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CR-1055 L=

Description

Body: Galvanized steel plate after jointing welding.

Optical system: Anodized aluminium refiector and PMMA high
transparent difuser.

Gear plats: Galvanized stesl plate, special screw fastening.

Finishing: Burface anti-agsing slectrostatic spray processing,

SUPST Beistance U0 comosion.
Assembling height: 4-8m.
Fixing: Top fittng O60mm / &7Bmm.

AECIZSIFIRIEL:
rmy

Optical Application

LED Optical T42 (85135) LED Optical T43 [BHS0}

Technology Data

Voltage Packing size ( mm )

CR-1055 ( 60) 60W 100-277
CR-1055 (90) 90w 100-277

11.6 13.2 650*650*360

www.crestled.com [N
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CR-1056

Description
Body

2 Galvanized steel plate after jointing welding.
| system: Anodized aluminium refiector and PMMA high
transparent difuser.

Gear plats: Galvanized stesl plate, special screw fastening.
Finishing: Burface anti-agsing slectrostatic spray processing,
SUPST Beistance U0 comosion.

Asssmbling height: 4-8m.
Fing: Top fitting G©76mm.

A IR A

Optical Application

LED Optical T13 (B0150)

100V 277V| | 50000 h

Technology Data

Voltage

Packing size ( mm )

CR-1056 ( 30) 30w

100-277

CR-1056 ( 40) 40w

100-277

CR-1056 ( 60) 60W

100-277

7.6 8.8 540*540%450

W Crest LED Lighting
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CR-1057

Description

Body: Galvanized steel plate after jointing welding.
Optical system: Anodized aluminium refiector and PMMA high
transparent difuser.

Gear plats: Galvanized stesl plate, special screw fastening.
Finishing: Burface anti-agsing slectrostatic spray processing,
SUPST Beistance U0 comosion.

Aszembling height: 4-8m.
Fing: Top fitting G©76mm.

€ a&D|s =N

Optical Application

LED Optical T13 (80150}

Technology Data

100V-277V
50-60Hz

>50000 h

- 515 o
'} P— A RS
o f
= |
wy \ { |/
) 'l.
S
|
! L]
el 76
@
76
(= |
' 100
|

Voltage

Packing size ( mm )

CR-1057 ( 60)

CR-1057 ( 30) 30w 100-277
CR-1057 ( 40) 40W 100-277
60W 100-277

7.0 a1 560*560*400

W Crest LED Lighting
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CR-1058

e .
L 461 L
Description ] '|
Body: Die-cast aluminiurm.
Cptical system: Anodized aluminium reflector and PMMA diffuser.
Gear plate: Galvanized steel plate, special screw fastening
Finishing: Surface anti-agsing electrostatic spray processing,
Super resistance to comosion. =
Ascambling haight: 4-8m %‘
Fixing: Top fiting ©60mm or 3/4" gas thread. —
- [}
-
€B =D & o
= 66 08
E

Technology Data

CR-1058 (30 ) 30w 100-277

CR-1058 (40) 40w 100-277

CR-1058 (50 ) 50w 100-277 9.5 10.5 623 * 510 * 145
CR-1058 ( 60 ) 60W 100-277

CR-1058 (80 ) 80W 100-277

Crest LED Lighting www.crestled.com



CR-1059 =

Description

Body: Diie-cast aluminiurm.

Cptical system: Anodized aluminium refiector and PMMA diffuser.
Gear plats: Galvanized steel plate, special screw fastening
Finishing: Surface anti-agsing electrostatic spray procsssing,

SUpSr resistance to comosion.
Assombling height: 4-6m
Fixing: Top fiting ©60mm or 3/4" gas thread.

A<ICIEIAIEL A

W Crest LED Lighting

Optical Application

Technology Data

Dimensions

CR-1059 ( 80 )

wer
CR-1059 (30 ) 30w | 100-277
CR-1059 (40) 20W | 100277
CR-1059 (60 ) 60W | 100-277
BOW | 100277

9.9

10.9 500 * 500 * 900

www.crestled.com [N



CR-1060 - =

Description
Body: Die-cast aluminiurm.
Cptical system: Anodized aluminium reflector and PMMA diffuser.
Gear plats: Galvanized stesl plate, special screw fastening
Finishing: ‘Surface anti-ageing electrostatic spray procsssing,
Super resistance to comosion. 1 000 1 00
Assombling height: 4-8m

Fixing: Top fiting ©60mm or 3/4" gas thread. o _i
Slr——
™ L

€ e s &I 150

Technology Data
el e e e
CR-1060 ( 20 ) 20W 100-277
CR-1060 ( 30 ) 30W 100-277
CR-1060 ( 40 40W 100277
o 5.8 6.9 1015 * 320 * 200
CR-1060 ( 50 ) 50W 100-277
CR-1060 ( 60 ) 60W 100-277
CR-1060 ( 70 ) 70W 100-277

W Crest LED Lighting www.crestled.com [



CR-1061 W) o) B

Description

Body: Die-cast aluminiurm.

Cptical system: Anodized aluminium reflector and PMMA diffuser.
Gear plats: Galvanized stesl plate, special screw fastening
Finishing: Surface anti-agsing electrostatic spray processing,

SUpST resictance to comosion.
Assombling height: 4-8m
Fixing: Top fiting ©60mm or 3/4" gas thread.

A<ICIZIFEL A

Technology Data

Voltage

Packing size (mm)

CR-1061 (2*20) 40W 100-277
CR-1061 (2*30) 40w 100-277
CR-1061 (2740) 80W 100-277 138 4% .
CR-1061 (2*50) 100w 100-277
CR-1061 (2*60) 120W 100-277
CR=-1061 (2*70) 140W 100-277

www.crestled.com
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CR-1062

Description

Boay,

m System:

Gear plats:
Finishing:

Assembling height:
Fing:

Galvanized steel plate after jointing welding.
Anodized aluminium refisctor and PMMA high
transparent difuser.

Galvanized stesl plate, special screw fastening.
Burface anti-agsing slectrostatic spray processing,
SUPST Beistance U0 comosion.

4-Em.

Top fitting G©76mm.

EICICIPR A

W Crest LED Lighting

Optical Application

s

s

LED Optical T3 (80150}

Technology Data

100V 277V| | 50000 h

Voltage

530

450

N.W (kg ) G.W (kg ) | Packing size ( mm )

CR-1062 ( 30)

30w

100-277

CR-1062 ( 40)

40W

100-277

CR-1062 ( 50)

50W

100-277

4.5

H:5 470%470*560

www.crestled.com [N



CR-1063

Description

Boay,

m System:

Gear plats:
Finishing:

Assembling height:
Fing:

Galvanized steel plate after jointing welding.
Anodized aluminium refiector and PMMA high
transparent difuser.

Galvanized stesl plate, special screw fastening.
Burface anti-agsing slectrostatic spray processing,
SUPST Beistance U0 comosion.

4-Em.

Top fitting G©76mm.

€Beds oM

W Crest LED Lighting

) fon

Optical Application

Tachnology Data

Voltage
CR-1063 (30) 30w 100-277
CR-1063 (40) 40w 100-277
CR-1063 (60) 60w 100-277
CR-1063 (80) 80w 100-277
100w 100-277

CR-1063 (100)

10.8

Packing size (mm)

11.8 450%450*720

www.crestled.com [N



CR-1064

Description

Body: Galvanized steel plate after jointing welding.
ical system: Anodized aluminium refiector and PMMA high
transparent difuser.

Gear plats: Galvanized stesl plate, special screw fastening.
Finishing: Burface anti-agsing slectrostatic spray processing,
SUPST Beistance U0 comosion.

Asssmbling height: 4-8m.
Fing: Top fitting G©76mm.

€Beds oM

W Crest LED Lighting

) fon

Optical Application

Technology Data

e | 50000 R

Voltage
CR-1064 (30) 30W 100-277
CR-1064 (40) 40W 100-277
CR-1064 (60) 60w 100-277 9.1
CR-1064 (80) 80w 100-277
CR-1064 (100) 100w 100-277

Packing size (mm)

10.8 490*490*335

www.crestled.com [N



CR-1065

Description
Body: Galvanized steel plate after jointing welding.
Optical system: Anodized aluminium refiector and PMMA high

transparent difuser.

Galvanized stesl plate, special screw fastening.
Burface anti-agsing slectrostatic spray processing,
SUPST Beistance U0 comosion.

Asssmbling height: 4-8m.

Fing: Top fitting G©76mm.

Gear plats:
Finishing:

€ &Ds «IN

W Crest LED Lighting

wl) (o)

s
mo
o

Optical Application

@y

Technalogy Data

100R2TV! | 250000k

Voltage

CR™-1065 (30) 30w | 100-277
CR™-1065 (40) 40w | 100277
CR™-1065 (60) 60W | 100-277
CR™-1065 (80) sow | 100277
CR-1065 (100) | 100W | 100-277

N.W (kg)

Packing size {mm)

490*490*125

71 8.8

www.crestled.com [N



CR-1066

Description

Sody:
Optical system:

Gear plats:
Finishing:

Assembling height:
Fing:

Galvanized steel plate after jointing welding.
Anodized aluminium refiector and PMMA high
transparent difuser.

Galvanized stesl plate, special screw fastening.
Burface anti-agsing slectrostatic spray processing,
SUPST Beistance U0 comosion.

4-Em.

Top fitting G©76mm.

€ a&D|s =N

W Crest LED Lighting

28 ._‘
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Optical Application
g | K
Technology Data 1oV | asoo00n ™

Packing size (mm)

CR™-1066 (30) 30W 100-277
CR™-1066 (40) 40W 100-277
CR™-1066 (60) 60w 100-277 7.1 8.8 S00%500%105
CR-1066 (80) a0w 100-277
CR-1066 (100) 100W 100-277

www.crestled.com [N




CR-1067

Description

Sody:

Gear plate:
Finishing:

Assembling height:
Fixing:

Galvanized steel plate after jointing welding.
Anodized aluminium refiector and PMMA high
trancparent difuser

Galvanized stesl plate, special screw fastening.
Burface anti-agsing slectrostatic spray processing,
SUPST Beistance U0 comosion.

4-Em.

Top fitting G©76mm.

€Bed s ol

Crest LED Lighting

SUEE L.
(=]
©
!
‘ ]
@ o
& /
il &
N e —
500
Optical Application

Technology Data

100V-277¥
Sroat | |=50000k

N.W (ka) G.W (kg) | Packing size (mm)
CR-1067 (30) 30w 100-277
CR-1067 (40) 40W 100-277
CR-1067 (60) 60w 100-277 9.1 10.8 500*500%229
CR-1067 (80) 80w 100-277
CR-1067 (100) 100w 100-277
www.crestled.com



CR-1068

Description

Body: Galvanized steel plate after jointing welding.
Optical system: Anodized aluminium refiector and PMMA high
transparent difuser.

Gear plats: Galvanized stesl plate, special screw fastening.
Finishing: Burface anti-agsing slectrostatic spray processing,
SUPST Beistance U0 comosion.

Aszembling height: 4-8m.
Fing: Top fitting G©76mm.

€ a&D|s =N

Optical Application

LED Optiod T13 {80160}

100277V | 50000 n

Technology Data

Voltage

CR-1068 (30) 30W | 100-277

CR-1068 (40) 40W | 100-277

CR-1068 (60) 60W | 100-277
)

9.1

80w 100-277

CR-1068 (80

Packing size (mm)

10.7 433%433*360

W Crest LED Lighting
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CR'1 069 o) o) B I !

|
1
|
Body: Galvanized steel plate after jointing welding. !
|
1
|
|
|
T
1
[

Description

Optical system: Anodized aluminium refiector and PMMA high %
transparent difuser. w

Gear plats: Galvanized stesl plate, special screw fastening.

Finishing: Surface anti-agsing eleclrostatic spray procassing,

SUPST Beistance U0 comosion.
Asssmbling height: 4-8m.
Fing: Top fitting G©76mm. ]

EITIEIA ] A IS
a76

Optical Application

Technology Data

Packing size (mm)

CR-1060 (20) | 20W | 100-277
CR-£06G ca0y | 90W | 100774 5.8 6.8 580%265%265
CR-1060 (40) | 40W | 100277
CR-1060 (60) | 60W | 100277

W Crest LED Lighting www.crestled.com [
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CR-1070 .. =

Description
Body: Galvanized steel plate after jointing welding. [+s]
ical system: Anodized aluminium refiector and PMMA high o
trancparent difuser ]
Gear plats: Galvanized stesl plate, special screw fastening.
Finishing: Burface anti-agsing slectrostatic spray processing,

SUPST Beistance U0 comosion.
Asssmbling height: 4-8m.
Fing: Top fitting G©76mm.

€= s &N 260

Technology Data

Power

CR-1070 (30) 30W 100-277
CR-1070 (40) 40W 100-277
CR-1070 (55) 55W 100-277

4 60W 100-277
s il ) 8.8 10.3 560*560%220
CR-1070 (70) 70W 100-277
CR-1070 (80) 80W 100-277
CR-1070 (90) 20w 100-277
CR-1070 (100) 100w | 100-277

W Crest LED Lighting www.crestled.com [



CR-1071

Description

Body: Galvanized steel plate after jointing welding.
ical system: Anodized aluminium refiector and PMMA high
transparent difuser.

Gear plats: Galvanized stesl plate, special screw fastening.
Finishing: Burface anti-agsing slectrostatic spray processing,
SUPST Beistance U0 comosion.

Asssmbling height: 4-8m.
Fing: Top fitting G©76mm.

€Beds oM

W Crest LED Lighting

Optical Application

100

=

D60-076

HID With Fiofloctor

LED Optical T42 86135) LED Optical T43 (B0150) LED Optieai T14 (S50}

o

Technology Data

[ voov-z7vl
S¢-60HZ

>50000 h

Voltage

Packing size (mm)

CR-1071 (30) 30W 100-277
CR™-1071 (40) 40W 100-277
CR-1071 (60) 60w 100-277
CR-1071 (80) 80w 100-277
CR-1071 (100) 100W 100-277

10.8

115 510*510%650

www.crestled.com [N



CR-1072 L=

Description
Body: Galvanized steel plate after jointing welding.
Optical system: Anodized aluminium refiector and PMMA high

trancparent difuser

Gear plats: Galvanized stesl plate, special screw fastening.

Finishing: Burface anti-agsing slectrostatic spray processing,
SUPST Beistance U0 comosion.

Asssmbling height: 4-8m.

Fing: Top fitting G©76mm.

€ &Ds «IN

A

Crest LED Lighting
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Optical Application

HED With Fiofloctar LED Optical T42 [BE13E] LED Opical T43 [BH4ED0) LED Optical T44 {SHE0)

100v2TTV | 250000

L ¥ ‘- .aau
Technology Data | -
Cord Power | Voltage | N.W (kg) G.W (kg) | Packing size (mm)
CR-1072 (30) 30w 100-277
CR-1072 (40) 40W 100-277
CR-1072 (60) 6oOwW 100-277 103 112 e
CR-1072 (80) 80W 100-277
CR-1072 (100) 100W | 100-277
CR-1072 (120) 120W 100-277

www.crestled.com



CR-1073

Description

Sody:
Optical system:

Gear plats:
Finishing:

Assembling height:
Fing:

Galvanized steel plate after jointing welding.
Anodized aluminium refiector and PMMA high
transparent difuser.

Galvanized stesl plate, special screw fastening.
Burface anti-agsing slectrostatic spray processing,
SUPST Beistance U0 comosion.

4-Em.

Top fitting G©76mm.

€ &Ds «IN

W Crest LED Lighting

s
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o

Optical Application

2e0~¢/6

HID With Faflactor LED Optical T2 BE125] LED Optical T42 [BO{E0) LED Optical T14 (501 50)

-r

Packing size (mm)

‘mw .:-Sﬂwll)!
Technology Data .
Voltage
CR-1073 (30) 30W 100-277
CR-1073 (40) 40W 100-277
CR-1073 (60) 60W 100-277
CR-1073 (80) 80W 100-277
CR 1073 (100) 100W 100-277
CR-1073 (120) 120w 100-277

10.3

11.2 510*510*650

www.crestled.com [N



CR-1074

Description

Body: Galvanized steel plate after jointing welding.

Optical system: Anodized aluminium refiector and PMMA high
transparent difuser.

Gear plats: Galvanized stesl plate, special screw fastening.

Finishing: Surface anti-agsing eleclrostatic spray procassing,

Assembling height:
Fing:

SUPST Beistance U0 comosion.
4-8m.
Top fitting G©76mm.

€ &Ds «IN

Crest LED Lighting

=

Optical Application

579

500

HID With Fisflector LED Optical T12 {B613E] LED Cptical T13 (804604 LED Optieal T44 (501 50

Technology Data

Voltage

Packing size (mm)

CR-1074 (30) 30w | 100277
CR-1074 (40) 40w | 100277
CR-1074 (60) 60w | 100-277 10.5 11.6 510%510%600
CR-1074 (80) sow | 100-277
CR-1074 (100) 100W 100-277

www.crestled.com



CR-1075

Description

Body: Galvanized steel plate after jointing welding.

Optical system: Anodized aluminium refiector and PMMA high
transparent difuser.

Gear plats: Galvanized stesl plate, special screw fastening.

Finishing: Burface anti-agsing slectrostatic spray processing,
SUPST Beistance U0 comosion.
Assembling height: 4-8m. 1 490
Fixing: Top fittng ©76mm. _' 3l
[} e ————— I
L 2|
| |
- — - —

CEICIEIREL - 18 L.

! DED-DTE

Optical Application

HID With Reflector LLED Opttical T12 {86135 LED Cptical T13 [B0160 LED Optical T14 (G050
s |_V i e \_Jl - 1 i T = L TN, ot

-r

a
| i
WIV-ITY | s50000h SR
I |
Technology Data |

Voltage Packing size (mm)

CR-1075 (30) 30w 100-277
CR-1075 (40) 40W 100-277
CR-1075 (60) 60W 100-277 10.5 11.6 510%510*600
CR-1075 (80) 80w 100-277
CR-1075 (100) 100W 100-277

W Crest LED Lighting www.crestled.com [




CR-1076

Description

Boay,

m System:

Gear plats:
Finishing:

Assembling height:
Fing:

Galvanized steel plate after jointing welding.
Anodized aluminium refisctor and PMMA high
transparent difuser.

Galvanized stesl plate, special screw fastening.
Burface anti-agsing slectrostatic spray processing,
SUPST Beistance U0 comosion.

4-Em.

Top fitting G©76mm.

€Beds &M

W Crest LED Lighting

Technology Data

585

@500

602

260

CR-1076 (30) 30W | 100277
CR-1076 (40) 20W | 100277
CR-1076 (55) 55W | 100-277
CR-1076 (60) 60W | 100-277
CR-1076 (70) 70W | 100-277
CR-1076 (80) BOW | 100-277
CR-1076 (90) 90W | 100-277
CR-1076 (100) | 100W | 100-277

8.8

10.3 560*560%220

www.crestled.com [N



CR-1077

@500
Description
2 o - "

Body: Galvanized steel plate after jointing welding. G 1
Optical system: Anodized aluminium refiector and PMMA high

transparent difuser.
Gear plats: Galvanized steel plate, special screw fastening.
Finishing: Burface anti-agsing slectrostatic spray processing, =

sUper resistance o Comosion. o
Assambling height: 4-8m. L o
Fing: Top fitting G©76mm. a

(3]

€& D|s =N

105'135°165°120'105"
] BT LT T i1 1

Technology Data

Voltage N.W (kg) G.W (kg) Packing size (mm)

CR-1077 (30) 30w 100-277
CR-1077 (40) 40w 100-277
CR-1077 (55) 55W 100-277
- 60w 100-277
CRAM £60) 6.8 7.3 560%560%260
CR-1077 (70) 70W 100-277
CR-1077 (80) 80w 100-277
CR-1077 (90) 90w 100-277
CR-1077 (100) 100W 100-277

W Crest LED Lighting www.crestled.com [



C R' 1 0 78 ,,f g == . 590

Description .
Body: Galvanized steel plate after jointing welding.
Optical system: Anodized aluminium refiector and PMMA high

transparent difuser.

Gear plats: Galvanized stesl plate, special screw fastening.
Finishing: Burface anti-agsing slectrostatic spray processing,
SUPST Beistance U0 comosion.

Asssmbling height: 4-8m.
Fing: Top fittng ©76mm.

844

A<ICICIFAIE A 18

Optical Application

e ot e

Technology Data i |

Vallage Packing size (mm)
CR-1078 (30) 30W 100-277
E 40W 100-277
CR078: (1) 8.0 9.2 540*540%115
CR-1078 (60) 60W 100-277
CR-1078 (80) 80w 100-277

Crest LED Lighting www.crestled.com



CR-1079 .=

Description

Body: Galvanized steel plate after jointing welding.
Optical system: Anodized aluminium refiector and PMMA high

cparent difuser

ized stesl plate, special screw fastening.

& ati-ageing elsctrostatic spray processing,
SUPST Beistance U0 comosion.

Asssmbling height: 4-8m.

Fing: Top fitting G©76mm.

Gear plats:
Finishing:

AECIEIPIF] A

300

310

@50

Optical Application

ym] Emax=tdlux [
0=T—7— et}

Technology Data

G.W (kg) Packing size (mm)

CR-1079 (20) 20W | 100277 |5.8 6.8 310*310%365

W Crest LED Lighting

www.crestled.com [N



CR-1080

Description

Galvanized steel plate after jointing welding.
Anodized aluminium refiector and PMMA high
trancparent difuser
Galvanized stesl plate, special screw fastening.
Burface anti-agsing slectrostatic spray processing,
SUPST Beistance U0 comosion.

assmbling height: 4-8m.
Fing: Top fittng ©76mm.

A<ICIZIPIE A

Crest LED Lighting

.\.I . I_.' %
/
i
-. /
| \
L
DB0=TE
Optical Application
LED Optical COB
0
o ‘ o

T0OV-277Y
Se-6Hz | | *E0000R

Technology Data

Vii=ge Packing size (mm)
CR-1080 (30) 30w 100-277
CR-1080 (40) 40w | 100-277 78 8.5 515%515%635
CR-1080 (60) 60W 100-277
www.crestled.com




CR-1081

Description
Body: Galvanized steel plate after jointing welding.
Optical system: Anodized aluminium refiector and PMMA high

trancparent difuser

Gear plats: Galvanized stesl plate, special screw fastening.

Finishing: Burface anti-agsing slectrostatic spray processing,
SUPST Beistance U0 comosion.

Asssmbling height: 4-8m.

Fing: Top fitting G©76mm.

€ &Ds «IN

R W T R
A=
[_¥] | | - { =

Crest LED Lighting

Optical Application

1180

Technology Data

Voltage N.W (kg)

|

a
76

=

:

G.W (kg) Packing size (mm)

CR-1081 (20) 20W | 100-277
CR-1081 120) i ik 7.8 8.8 1210%265%265
CR-1081 (45) 45w | 100277
CR-1081 (60) 60W 100-277

www.crestled.com



CR-1082

Description

Body: Galvanized steel plate after jointing welding.

Optical system: Anodized aluminium refiector and PMMA high
ransparent difuser

Gear plats: ized stesl plate, special screw fastening.

Finishing: Burface anti-agsing slectrostatic spray processing,
SUPST Beistance U0 comosion.

Asssmbling height: 4-8m.

Fing: Top fittng ©76mm.

€ &Ds «IN

Crest LED Lighting

600

310

D50

Optical Application

yim] Emax=14Lux  [ix]
) I IS P

7.5
5

2.5

ot
25

5

75—

Technology Data 101

Packing size (mm)

CR-1082 (40) 40W | 100277 |58 6.8 310*310%365

www.crestled.com




CR-1083

Description

=Y i NG
4 e
o) (8 PR

Sody:
Optical system:

Gear plats:
Finishing:

Assembling height:
Fing:

Galvanized steel plate after jointing welding.
Anodized aluminium refiector and PMMA high
transparent difuser.

Galvanized stesl plate, special screw fastening.
Burface anti-agsing slectrostatic spray processing,
SUPST Beistance U0 comosion.

4-Em.

Top fitting G©76mm.

€ a&D|s =N

(Ts}
8
Optical Application

Technology Data

Voltage

CR-1083 (30) 30w 100-277
CR-1083 (40) 40W 100-277
CR*-1083 (60) 60W 100-277

9.5

Packing size (mm)

11.6 515%515%405

Crest LED Lighting

www.crestled.com [N



CR-1084

Description

Body: Galvanized steel plate after jointing welding.
Optical system: Anodized aluminium refiector and PMMA high
transparent difuser.

Gear plate: G ized stesl plats, special screw fastening.
Finishing: Burface anti-agsing slectrostatic spray processing,
SUPST Beistance U0 comosion.

Aszembling height: 4-8m.
Fing: Top fitting G©76mm.

€ a&D|s =N

W Crest LED Lighting

200

235

76

@500

105135 1651207105
T 171 s P S

{F

6.8

Technology Data

CR-1084 (30) 30w 100-277
CR-1084 (40) 40W 100-277
CR-1084 (55) 55W 100-277
CR-1084 (60) 60W 100-277
CR-1084 (70) 70W 100-277
CR-1084 (80) 80W 100-277
CR-1084 (90) 20w 100-277
CR-1084 (100) 100W 100-277

.3

560*560%260

www.crestled.com [N




CR-1085

Description

Body: Galvanized steel plate after jointing welding.

ical system: Anodized aluminium refiector and PMMA high
transparent difuser.

Gear plats: Galvanized stesl plate, special screw fastening.

Finishing: Burface anti-agsing slectrostatic spray processing,

SUPST Beistance U0 comosion.
Asssmbling height: 4-8m.
Fing: Top fitting G©76mm.

EEICICIPR A

Technology Data

@48/@60

703

@500

L S .
bSO NN N I St - T o
B0 N N \.45}"-\\‘\30"‘; 5 D

CR-1085 (30) 30w 100-277

CR-1085 (40) 40w 100-277

CR-1085 (55) 55W 100-277

CR-1085 (60) 60w 100-277 5 o S
CR-1085 (70) 70W 100-277

CR-1085 (80) 80W 100-277

CR-1085 (90) 90w 100-277

CR-1085 (100) 100W 100-277

www.crestled.com [N
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CR-1086

Description

Sody:
Optical system:

Gear plats:
Finishing:

Assembling height:
Fing:

Galvanized steel plate after jointing welding.
Anodized aluminium refiector and PMMA high
transparent difuser.

Galvanized stesl plate, special screw fastening.
Burface anti-agsing slectrostatic spray processing,
SUPST Beistance U0 comosion.

4-Em.

Top fitting G©76mm.

€ &Ds «IN

W Crest LED Lighting

0

g
%q‘ﬁ',.::'-'(‘

Optical Application

3208

600

LED Optical T1

Technology Data

2700

Packing size (mm)

Voltage
CR-1086 (20) 20W 100-277
CR-1086 (30) 30W 100-277
CR-1086 (40) 40W 100-277
CR-1086 (60) 60W 100-277

5.8

6.8 265%265*%630

www.crestled.com [N



CR-1087

Description

Body: Galvanized steel plate after jointing welding.
Optical system: Anodized aluminium refiector and PMMA high
transparent difuser.

Gear plats: Galvanized stesl plate, special screw fastening.
Finishing: Burface anti-agsing slectrostatic spray processing,
SUPST Beistance U0 comosion.

Aszembling height: 4-8m.
Fing: Top fitting G©76mm.

€ &D|s I

W Crest LED Lighting

Optical Application

775

105

535

sl J

LED Optical T4 LED Dpfical TAA LED Optical T44
~ T el i ] e I P R e E kg

e

s,
e 1

e
|
o s o
[=]
T
100V-277V| | =
seoaHz | | “E0000R = :!DU
Technology Data |

A G)) Packing size (mm)

Voltage
CR-1087 (30) 30W 100-277
CR-1087 (40) 40W | 100-277
CR-1087 (60) 60w 100-277

13.5 15.0 980*580*170

www.crestled.com [N



CR-1088

Description

Galvanized steel plate after jointing welding.
Anodized aluminium refiector and PMMA high
trancparent difuser
Galvanized stesl plate, special screw fastening.
Burface anti-agsing slectrostatic spray processing,
SUPST Beistance U0 comosion.

assmbling height: 4-8m.
Fing: Top fittng ©76mm.

€ eds &P

Crest LED Lighting

1000

oIy —
8 -
5
i 250
= Winai
= —a1anmm e Q(
8N e B
Q 7
Optical Application

oovATY| | >s0000n

Technology Data

LED Opsical T13 {80150}

Packing size (mm)

CR-1088 (20) 20W | 100-277
CR-1088 (30) 0w i 7.0 8.7 1000%255%650
CR-1088 (40) 20W | 100-277

www.crestled.com




l . e
Description N1 :
Body: Galvanized steal plate after jointing welding. L
ical system: Anodized aluminium refiector and PMMA high
transparent difuser.
Gear plats: Galvanized stesl plate, special screw fastening.
Finishing: Surface anti-agsing eleclrostatic spray procassing,
SUPST Beistance U0 comosion.
Asssmbling height: 4-8m.
Fixing: Top fitting G©76mm. \
i \
_ T T
| || P IK \ ]
€3 CB‘ CRS) ‘_Sﬁ 08 E J g
T ] Ly

876 ||

——

Optical Application

100V-277V) | ﬁ
V.7V | az0000 b %

Technology Data

Voltage Packing size (mm)
CR-1089 (30) 30w 100-277
CR-1089 (40) 40W 100-277
CR-1089 (60) cow 100-277 10.8 11.8 425%425%665
CR-1089 (80) 80W 100-277
CR-1080 (100) | 100W | 100-277

W Crest LED Lighting www.crestled.com [



CR-1090 o
@/ . §

Body: Galvanized steel plate after jointing welding. f
ical system: Anodized aluminium refiector and PMMA high | |
ransparent ifcer e 425X425
Gear plate: Galvanized stesl plate, special screw fastening.
Finishing: Burface anti-agsing slectrostatic spray processing, =g
SUPST Beistance U0 comosion.
Asssmbling height: 4-8m. qJBU
Fing: Top fitting G©76mm.

€Beds &M

Optical Application

Technology Data ,mvj R
Voltage | N.W (kg) Packing size (mm)
CR-1090 (30) 30w 100-277
CR-1090 (40) 40w 100-277
CR-1090 (60) 60W 100-277 10.8 11.8 S
CR-1090 (80) 80W 100-277
CR-1090 (100) | 100W | 100-277

W Crest LED Lighting www.crestled.com [



510 {

CR-1091

Description

Body: Galvanized steel plate after jointing welding.
ical system: Anodized aluminium refiector and PMMA high

transparent difuser.

Gear plats: Galvanized stesl plate, special screw fastening.
Finishing: Burface anti-agsing slectrostatic spray processing,
SUPSr 1BSiStancs Lo Comosion. 5350
Asssmbling height: 4-8m.
Fing: Top fitting G©76mm.

€Beds &M

Optical Applicatios

Technology Data w0V [ cosaon

Voltage N.W (kg) G.W (kg) Packing size (mm)

CR-1091 (30) 30w 100-277
CR-1091 (40) 40W 100-277
CR-1091 (60) 60W | 100-277 10.8 118 ——
CR-1091 (80) 80W 100-277
CR-1001 (100) | 100W | 100-277

W Crest LED Lighting www.crestled.com [



CR-1092

Description

Body: Galvanized steel plate after jointing welding.
ical system: Anodized aluminium refiector and PMMA high
transparent difuser.

Gear plate: Galvanized stesl plate, special screw fastening.
Finishing: Burface anti-agsing slectrostatic spray processing,
SUPST Beistance U0 comosion.

Asssmbling height: 4-8m.
Fing: Top fitting G©76mm.

€Beds &M

Optical Applicatio

" LIGHT POLE

Seal the silicone ring

58

290

668

40|

Technology Data

“:W—I??V. 50000k

Packing size (mm)

CR-1092 (100)

Voltage
CR-1092 (30) 30W | 100-277
CR-1092 (40) 40W 100-277
CR-1092 (60) 60W 100-277
CR-1092 (80) 80W 100-277
100w 100-277

10.8

11.8 570%570%390

W Crest LED Lighting
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CR-1093

Description

Boay,

m System:

Gear plats:
Finishing:

Assembling height:
Fing:

Galvanized steel plate after jointing welding.
Anodized aluminium refisctor and PMMA high
transparent difuser.

Galvanized stesl plate, special screw fastening.
Burface anti-agsing slectrostatic spray processing,
SUPST Beistance U0 comosion.

4-Em.

Top fitting G©76mm.

EICICIPNR A

W Crest LED Lighting

0485

696

Optical Application

P76

LED Optical T4 LED Optisal T2A

'

LED Optioal T2A LED Optioal TAA
48 g g i A

1mL u:

i

o7 | 550000k

Technology Data

Voltage Packing size (mm)
CR-1093 (30) 30w 100-277
CR-1093 (40) 40w | 100-277 108 118 e
CR-1093 (60) 60W 100-277

www.crestled.com [N



CR-1094

Description
Body: Galvanized steel plate after jointing welding. N
Optical system: Anodized aluminium refiector and PMMA high

transparert diffuser T™
Gear plats: Galvanized stesl plate, special screw fastening.
Finishing: Burface anti-agsing slectrostatic spray processing, m

SUPST Beistance U0 comosion.
Asssmbling height: 4-8m. J
Fing: Top fitting G©76mm.

€ a&D|s =N

Optical Application

I:ﬂV—Z!ﬂ’Z 50000k e

Technology Data

Voltage N.W (kg) Packing size (mm)
CR-1094 (30) 30w 100-277
CR-1094 (45) i ) 10.8 11.8 520%520%317
CR-1094 (60) 60w 100-277
CR-1094 (80) 80W | 100-277

W Crest LED Lighting www.crestled.com [




CR-1095

Description

Boay,

m System:

Gear plats:
Finishing:

Assembling height:
Fing:

Galvanized steel plate after jointing welding.
Anodized aluminium refisctor and PMMA high
transparent difuser.

Galvanized stesl plate, special screw fastening.
Burface anti-agsing slectrostatic spray processing,
SUPST Beistance U0 comosion.

4-Em.

Top fitting G©76mm.

TSI A

W Crest LED Lighting

Optical Application

122

'

LED Optioal T2A LED Optioal TAA
48 g g i A

1mL u:

b

Technology Data

voov-a77v| |
5¢-60Hz

50000 h

N.W (kg)

Packing size (mm)

Voltage
CR-1095 (30) 30w 100-277
CR-1095 (40) 40W 100-277

7.8

8.8 365*365%122

www.crestled.com [N



CR-1096 . .

Description

r-.—.-r
Body: Galvanized steel plate after jointing welding.
ical system: Anodized aluminium refiector and PMMA high

transparent difuser.
Gear plate: Galvanized stesl plate, special screw fastening.
Finishing: Burface anti-agsing slectrostatic spray processing,

SUPST Beistance U0 comosion.
Asssmbling height: 4-8m.
Fing: Top fitting G©76mm. g 6 2

€Beds oM

317

Optical Application

T

m L

LED Optical T4 LED Optionl T2A LED Optioal T2A LED Optioal TAA
. T | |wf e LR I | o | m

a
i I Pe
To0V-ZTTY 550000 Eyrm
Technology Data in

Vekage Packing size (mm)
CR-1096 (30) 30w 100-277
CRESEY B | e 10.8 11.8 520%520%317
CR-1096 (60) 60w 100-277
CR-1096 (80) 80w 100-277

W Crest LED Lighting www.crestled.com [



CR-1097

Description

Boay,

:‘Wrn:

Gear plats:
Finishing:

Assembling height:
Fing:

I Crest LED Lighting

Galvanized steel plate after jointing welding.
Anodized aluminium refisctor and PMMA high
transparent diffuser

Galvanized stesl plate, special screw fastening.
Burface anti-agsing slectrostatic spray processing,
SUpST Tesistancs 1o comosion.

4-Em.

Top fitting G76mm.

El = . ..‘-i"“.
ol (8| PR

Optical Application

p60-P76

Technology Data

Voltage

N.W (kg)

G.W (kg) Packing size (mm)

CR-1097 (30%2)

60W 100-277

CR-1097 (45%2)

aow 100-277

CR-1097 (60*2)

120w | 100-277

CR-1007 (80%2)

160W | 100-277

20.8

22.8 520%520*317

www.crestled.com [N



CR-1098

Description

Body: Galvanized steel plate after jointing welding.

Optical system: Anodized aluminium refiector and PMMA high
transparent difuser.

Gear plats: Galvanized stesl plate, special screw fastening.

Finishing: Burface anti-agsing slectrostatic spray processing,

SUPST Beistance U0 comosion.
Aszembling height: 4-8m.
Fing: Top fitting G76mm.

Optical Application

voov-a77v| |
Se-60Hz

50000 h ESV

1 * ' I|DO
Technology Data |
Voltage 2 : : g Packing size (mm)
CR-1098 (30) 30w 100-277
CREA0E (53) e 1027 10.8 11.8 520%520%507
CR-1098 (60) 60W 100-277
CR-1098 (80) 80W 100-277

W Crest LED Lighting www.crestled.com [



CR-1099

Description

Sody:
Optical system:

Gear plats:
Finishing:

Assembling height:

Fing:

W Crest LED Lighting

Galvanized steel plate after jointing welding.
Anodized aluminium refiector and PMMA high
transparent difuser.

Galvanized stesl plate, special screw fastening.

Surface anti-agsing eleclrostatic spray procassing,

SUPST Beistance U0 comosion.
4-Em.
Top fitting G76mm.

Optical Application

Technology Data

TOV-27 7Y
5e-60Hz

50000 h

Voltage

Packing size (mm)

CR-1099 (25) 25W 100-277
CR-1099 (50) 50W 100-277 0.8 10.8 R
CR-1099 (70) 70W 100-277

www.crestled.com [N



CR-1100 . .

w0 S @370

Description

Body: Galvanized steel plate after jointing welding.
Optical system: Anodized aluminium refiector and PMMA high
transparent difuser.

n

Gear plats: Galvanized stesl plate, special screw fastening. (o]

Finishing: Burface anti-agsing slectrostatic spray processing, ({a}
SUPST Beistance U0 comosion.

Asssmbling height: 4-8m.
Fing: Top fitting G76mm.

Optical Application

7Y | 250000k =]

' 100
Technology Data i -

VioHnge Packing size (mm)
CR-1100 (25) 25W 100-277
CR-1100 (35) 35W 100-277 0.5 10.6 370%¥370%365
CR-1100 (60) 60W 100-277

W Crest LED Lighting www.crestled.com [



CR-1101

Description

Body: Galvanized steel plate after jointing welding.
Optical system: Anodized aluminium refiector and PMMA high
transparent difuser.

Gear plats: Galvanized stesl plate, special screw fastening.
Finishing: Burface anti-agsing slectrostatic spray processing,

SUPST Beistance U0 comosion.
Aszembling height: 4-8m.
Fing: Top fitting G76mm.

W Crest LED Lighting

Optical Applicatio

675

435

Technology Data

voov-a77v| |
Se-60Hz

50000 h

Voltage

Packing size (mm)

CR-1101 (25) 25W | 100-277
CR-1101 (35) 35W | 100277
CR-1101 (60) 60W | 100-277

9.0

10.2 435*435%675

www.crestled.com [N



CR-1102 .. =

CHIRr

Description

Body: Galvanized steel plate after jointing welding.

Optical system: Anodized aluminium refiector and PMMA high
transparent difuser.

Gear plats: Galvanized stesl plate, special screw fastening.

Finishing: Burface anti-agsing slectrostatic spray processing,

Assembling height:
Fing:

W Crest LED Lighting

SUPST Beistance U0 comosion.
4-Em.
Top fitting G76mm.

Optical Application

640

Technology Data

voov-a77v| |
Se-60Hz

50000 h ESV

Voltage N.W (kg) G.W (kg) | Packing size (mm)

CR-1102 (25) 25W 100-277
CR-1102 (35) 35W 100-277 8.0 65 oD
CR-1102 (60) 60w 100-277

www.crestled.com [N



CR-1103 ..« 600

Description
Body

: Galvanized steal piate after jointing welding.
System: Anodized aluminium refiector and PMMA high
transparent diffuser
Gear plats: Galvanized stesl plate, special screw fastening.

640

Finishing: Burface anti-agsing slectrostatic spray processing,
SUpST Tesistancs 1o comosion.

Asssmbling height: 4-8m.

Fing: Top fitting G76mm.

Optical Application

LED Optioal T4 LED Optioal T2A LED Optical T2A LED Optioal TAA

K e e B e 5
re—
1
- k0
e &
| Yo |>5t000h, ) !
et ) R | vl 0o
Technology Data

Cord Power Voltage Packing size (mm)
CR-1103 (25) 25W 100-277

CR-1103 (35) 35w 100-277 8.0 9.2 600*600%640
CR-1103 (60) 60W 100-277

W Crest LED Lighting www.crestled.com [




CR-1104

Description

Sody:
Optical system:

Gear plats:
Finishing:

Assembling height:
Fing:

W Crest LED Lighting

Galvanized steel plate after jointing welding.
Anodized aluminium refiector and PMMA high
transparent difuser.

Galvanized stesl plate, special screw fastening.
Burface anti-agsing slectrostatic spray processing,
SUPST Beistance U0 comosion.

4-Em.

Top fitting G76mm.

= F\ &
¥ g
o
= -j *TII:-=(.

Optical Application

540
Iz

Technology Data

7Y | 250000k

Voltage

Packing size (mm)

CR-1104 (25)

25W 100-277

CR-1104 (35)

35W 100-277

CR-1104 (60)

60w 100-277

8.0

9.2 650*650*540

www.crestled.com [N



CR-1105 .= 650 1210

340

Description

Body: Galvanized steel plate after jointing welding.

Optical system: Anodized aluminium refiector and PMMA high
transparent difuser.

Gear plats: Galvanized stesl plate, special screw fastening.

Finishing: Surface anti-agsing eleclrostatic spray procassing,

2435 prs 9435 {200

@76 —

145

I
I

Optical Application

o )
-

LED Optical T2A LED Optioal T

An
e g W

o

1

7Y | 250000k T

i

Technology Data

Woltge Packing size (mm)
CR-1105 (30) 30W 100-277
CR-1105 (45) 45w 100-277
CR-1105 (60) 60W 100-277 10.8 11.8 650%650%145
CR-1105 (80) 80W | 100-277
CR-1105 (100) 100w 100-277

W Crest LED Lighting www.crestled.com [




CR-1106

Description

Sody:
Optical system:

Gear plats:
Finishing:

Assembling height:
Fing:

W Crest LED Lighting

Galvanized steel plate after jointing welding.
Anodized aluminium refiector and PMMA high
transparent difuser.

Galvanized stesl plate, special screw fastening.
Burface anti-agsing slectrostatic spray processing,
SUPST Beistance U0 comosion.

4-Em.

Top fitting G76mm.

Optical Application

537

Technology Data

T00V-277Y|
Se-60Hz

50000 h

Voltage

N.W (kg)

8.1

CR-1106 (25) 25W 100-277
CR-1106 (35) 35W 100-277
CR-1106 (60) 60w 100-277

Packing size (mm)

9.3 523*523*537

www.crestled.com [N



CR-1107 L=

CHIRr

Description

Body: Galvanized steel plate after jointing welding.

Optical system: Anodized aluminium refiector and PMMA high
transparent difuser.

Gear plats: Galvanized stesl plate, special screw fastening.

Finishing: Surface anti-agsing eleclrostatic spray procassing,

SUPST Beistance U0 comosion.
Asssmbling height: 4-8m.
Fing: Top fitting G76mm.

Optical Application

T00V-277Y|
Se-60Hz

50000 h =

] 100
Technology Data |

Voltage Packing size (mm)
CR-1107 (25) 25W 100-277
CR-1107 (50) 50w 100-277 9.1 10.3 652*652*485
CR-1107 (70) 70W 100-277

W Crest LED Lighting

www.crestled.com [N



CR-1108

Description

Sody:

Gear plate:
Finishing:

Assembling height:
Fing:

Galvanized steel plate after jointing welding.
Anodized aluminium refiector and PMMA high
trancparent difuser

Galvanized stesl plate, special screw fastening.
Burface anti-agsing slectrostatic spray processing,
SUPST Beistance U0 comosion.

4-Em.

Top fitting G76mm.

Crest LED Lighting

Optical Application

620

Technology Data

CR-1108 (20)

| a
T
T0OV-27 7Y

| |50000h

N.W (kg) G.W (kg) Packing size (mm)
20W 100-277

CR-1108 (30)

30w 100-277 10.1 11.3

CR-1108 (40)

800*800%620
40W 100-277

www.crestled.com



CR-1109

Description

Boay,

m System:

Gear plats:
Finishing:

Assembling height:
Fing:

W Crest LED Lighting

Galvanized steel plate after jointing welding.
Anodized aluminium refisctor and PMMA high
transparent difuser.

Galvanized stesl plate, special screw fastening.
Burface anti-agsing slectrostatic spray processing,
SUPST Beistance U0 comosion.

4-Em.

Top fitting G76mm.

) fon

Optical Application

526

@ 430

218

262

LED Optical T4 LED Optionl T2A
s “ | | mmf P Am

T

LED Optioal T2A LED Optioal TAA
| | A

m L

Technology Data

voov-a77v| |
5¢-60Hz

50000 h

Voltage

Packing size (mm)

CR-1109 (100)

CR-1109 (30) 30W 100-277
CR-1109 (45) 45W 100-277
CR-1109 (80) sow 100-277

100W | 100-277

12.8 430*430*526

www.crestled.com [N



CR'1110 ) o) B ~ ©430

| imcmns

Description

Body: Galvanized steel plate after jointing welding.

Optica system:  Anodized aluminium rafiector and PMAA figh «©
transparent difuser.

Gear plats: Galvanized stesl plate, special screw fastening. N

Finishing: Surface anti-agsing eleclrostatic spray procassing, I-O

SUPST Beistance U0 comosion.
Aszembling height: 4-8m.
Fing: Top fitting G76mm.

Optical Application

LED Optical T4 LED Optical T2A LED Optical T2A LED Optinal TAA
T . R IE S . RE ol | 1m L .'. w
i o b 1% il . =

ar

7Y | 250000k ]

' 100
Technology Data e |

Vohage Packing size (mm)
CR-1110 (30) 30W 100-277
CR-1110 (45) s s o 11.8 12.8 430%430%526
CR-1110 (80) 80W | 100277
CR-1110 (100) | 100w | 100-277

W Crest LED Lighting www.crestled.com [



CR-1111

Description
Body: Galvanized steel plate after jointing welding.
hoal system: Anodized aluminium refisctor and PMMA high
transparent diffuser
Gear plats: Galvanized stesl plate, special screw fastening.
Finishing: Burface anti-agsing slectrostatic spray processing,

SUpSr Tesistances Lo Comosion.
Asssmbling height: 4-8m.
Fixing: Top fittng G7T6mm.

Optical Application

150 T~ 150

7 omriea

\ S c0/180,113.4
~3g SI0/218,113.1
c60/245.109 6

o
AVERAGE BEAM ANGLE(50%) 1106.9 dE/TT07-3

113° X 97° TI

-30 "

POES: | Vakage N.W (kg) Packing size (mm)
CR-1111 (30) 30w 100-277
CR-1111 (40) 40W 100-277
CR-1111 (60) 60W 100-277
CR-1111 (80) 80W 100-277 gis . P

CR-1111 (100) 100w | 100-277
CR-1111 (120) 120w 100-277
CR-1111 (150) 150w | 100-277

W Crest LED Lighting www.crestled.com [



CR-1112

Description

Body: Galvanized steel plate after jointing welding.

Optical system: Anodized aluminium refiector and PMMA high
transparent difuser.

Gear plate: Galvanized stesl plate, special screw fastening.

Finishing: Burface anti-agsing slectrostatic spray processing,

SUPST Beistance U0 comosion.
Asssmbling height: 4-8m.
Fing: Top fitting G76mm.

Optical Application

230 mm

Type |

Type Il Type V

Technology Data

Voltage

Packing size (mm)

CR-1112 (100)

CR-1112 (30) 30w 100-277
CR-1112 (40) 40W 100-277
CR-1112 (60) 60w 100-277
CR-1112 (80) 80w 100-277

100W 100-277

8.5

95 500%500%530

W Crest LED Lighting
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CR-1113

Description

Sody:
Optical system:

Gear plats:
Finishing:

Assembling height:
Fing:

W Crest LED Lighting

Galvanized steel plate after jointing welding.
Anodized aluminium refiector and PMMA high
transparent difuser.

Galvanized stesl plate, special screw fastening.

Surface anti-ageing eleciTostatic Spray Procassing,

SUPST Beistance U0 comosion.
4-Em.
Top fitting G76mm.

= F\ &
¥ g
o
= -j *TII:-=(.

¥
. Joute T
= \&___ 208 mm
il —— l 430 mm
Side Entry Mounted
T
Optical Application
Type |
YP Type Il
Application ! :
Single Driveway Application
e Two Driveway
Walkway R =
= Gy | Driveway Entrance
7 SRk s ; = Urban main roads
{ /
A |
" \
= =
o
Type lll | TypeV
\ : - o
Application Application
Three Driveway | Parking lot
Urban main roads Square
. = Parking Lot/Arez = F e | Garden
/ \ Area
I’r 1
s | | =
it \ /'
\\_ = == -
e o o ::

Technology Data

Voltage

G.W (kg)

Packing size (mm)

CR-1113 (30)

30w 100-277

CR-1113 (40)

40W 100-277

CR-1113 (60)

60W 100-277

CR-1113 (80)

80W 100-277

CR-1113 (100)

100W 100-277

8.5

9.5

500*500%220

www.crestled.com [N



CR-1114

Description

Body: Galvanized steel plate after jointing welding.
Optical system: Anodized aluminium refiector and PMMA high
transparent difuser.

Gear plats: Galvanized stesl plate, special screw fastening.
Finishing: Burface anti-agsing slectrostatic spray processing,
SUPST Beistance U0 comosion.

Aszembling height: 4-8m.
Fing: Top fitting G76mm.

W Crest LED Lighting

g
430 mm
4
Pendant Mounted
'..
Optical Application
Type |
i Type |l
Application
Single Driveway f\pphtahon
e Two Driveway
Walkway b i
s = Cycleway J U ur;-?wayEntrawag
X Branch Road 7 R | Urban main roads
| {
) {
£ \
= =
o
Type lll | TypeV
= i - ol
e Application Application
Three Driveway | Pparking lot
Urban main roads | square
- . | Farking LotfArea o S, = Garden
: / \ Area
I’r. ]
o , | |
- \ /
\‘-\. =
= o —~ —— -

Technology Data

Packing size (mm)

Voltage
CR™-1114 (30) 3ow 100-277
CR™-1114 (40) 40W 100-277
CR™-1114 (60) 60W 100-277
CR™-1114 (80) 80w 100-277
CR-1114 (100) 100w 100-277

8.5

95 500%500%220

www.crestled.com [N



CR-1115

Description

Body: Galvanized steel plate after jointing welding.

Optical system: Anodized aluminium refiector and PMMA high

cparent difuser

Gear plate: ized stesl plats, special screw fastening.

Finishing: 5 & ati-ageing elsctrostatic spray processing,
SUPST Beistance U0 comosion.

Asssmbling height: 4-8m.

Fing: Top fitting G©76mm.

€ &Ds «IN

=

W Crest LED Lighting

g
%q‘ﬁ',.::'-'(‘

| =] O60x75/076x70

Optical Application

7Y | 250000k

Technology Data

CR=-1115 (30) 30w 100-277
CR-1115{40) 40W 100-277
CR-1115 (60 ) Gow 100-277
CR-1115 (80) s0wW 100-277

N.W (kg) size (mm )

135 400 * 490 * 550

www.crestled.com [N



CR-1116

Description

Sody:
Optical system:

Gear plats:
Finishing:

Assembling height:
Fing:

W Crest LED Lighting

Galvanized steel plate after jointing welding.
Anodized aluminium refiector and PMMA high
transparent difuser.

Galvanized stesl plate, special screw fastening.
Burface anti-agsing slectrostatic spray processing,
SUPST Beistance U0 comosion.

4-Em.

Top fitting G76mm.

% ! ;ﬁ:‘:‘.
o) (8 PR

570

Optical Application

450

580

+180

C Plane Distribution Diagram

Technology Data

Voltage

N.W (kg) Packing size (mm)

CR-1116 (100)

CR-1116 (30) 30w 100-277
CR-1116 (40) 40W 100-277
CR-1116 (60) 60W 100-277
CR-1116 (80) 80w 100-277

100W 100-277

7D 8.5 580*450*718

www.crestled.com [N



CR-1117

Body: Galvanized steel plate after jointing welding.

Optical system: Anodized aluminium refiector and PMMA high
transparent difuser.

Gear plats: Galvanized stesl plate, special screw fastening.

Finishing: Surface anti-agsing slectrostatic spray processing, T b ]
SUPST Beistance U0 comosion.

Asssmbling height: 4-8m.

Fing: Top fitting G76mm.

Optical Application

C Plane Distribution Diagram
£ 180

a0

Unit:ed

30

C Plane [50%MaxAng. ] [10%MaxAng. ]
— C0.0_180.0 : 103. 5 151.2
— (90.0_270.0 : 103. 6 151. 6

Technology Data

Voltage N.W (kg) Packing size (mm)

CR-1117 (80) 80w 100-277

& *
CR-1117 (100) | 100W | 100-277 6.5 75 450%450*318

W Crest LED Lighting www.crestled.com [



CR-1118 .=

-f+180

_1s0 150 Center Beam LUX Beam Width
v H
= 298.20 LUX 6.9m 6.7m
Description -120 : 120 2m
Galvanized steal plate after jointing welding i 74,55 LUX / \ 13.7Tm 13.4m
Anodized aluminium refiector and PMMA high Bl 7
transparsnt diffusar / 33,13 LUX 206 201
: Galvanizad stesl plats, special screw fastening. po. t ?‘ t 0 fm b e S
Finishing: Surface anti-agsing eleclrostatic spray procassing, 400}
SUPST Beistance U0 comosion. . or. 1864 LUX 27.4m 26.8m
Assambling height: 4-Em. 806 o
Fixing: Top fittng ©76mm.
a e g6 kg . 5 11,93 LUX X \ 343m 33.5m
I
S 1600 _
5 .28 LUX 4l0m 40.2m
-30 2000 a 12m

535. 00mm
450. 00mm

Technology Data

Voltage Packing size (mm)

CR-1118 (40) 40W 100-277

CR-1118 (60) 60W 100-277
CR-1118 (80) 80W 100-277
CR-1118 (100) 100W 100-277

Z2 10.1 525%525%585

Crest LED Lighting www.crestled.com



Optical Application

CR-1119 ..

Description
Body: Galvanized steel plate after jointing welding.
Optical system: Anodized aluminium refiector and PMMA high
r nt diffuser
Gear plats: ized stesl plate, special screw fastening.

Finishing: Burface anti-agsing slectrostatic spray processing,
SUpST 1ances o Comosion.

Asssmbling height: 4-8m.

Fing: Top fittng ©76mm.

10—

B 570mm —— |

- —

Technology Data

Voltage Packing size (mm)
CR-1119 (50) 50W 100-277 | 8.2 10.5 585*585%350
www.crestled.com
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Description

Body: Galvanized steel plate after jointing welding.

Optical system: Anodized aluminium refiector and PMMA high
transparent difuser.

Gear plats: Galvanized stesl plate, special screw fastening.

Finishing: Burface anti-agsing slectrostatic spray processing,

SUPST Beistance U0 comosion.
Asssmbling height: 4-8m.

Fing: Top fitting (pggmm

W Crest LED Lighting

Optical Application

535, 00mm

Technology Data

89mm pole

UNIT od
Bl
K ©.0DED PLAN.ST. &

Packing size (mm)

Voltage
CR-1120 (40) 40W 100-277
CR-1120 (60) 60W 100-277
CR-1120 (80) 80w 100-277
CR-1120 (100) 100w 100-277

8.7 11.8 665%245%255

www.crestled.com [N



Optical Application
I { mol) (8. R
Description _ ama7 __
Sody: Galvanizad stesl plate after jointing welding. = 4484 |
woal system: Anodized aluminiurm refiectar and PMAA high R |
rancparsnt diffuser. _ . 1 =
Gear plats: Galvanized stesl plate, special screw fastening. - -
Finishing: SBurface anti-agsing slectrostatic spray processing, .
SUDST TBSiStancs UD Comosion. v
Fixing: Top fittng G76mm. ‘
N o ¥
g
| el [ [ 1P 1K
€Bed s ol
<— Technology Data
Voltage N.W(kg) |GW (kg) | Packing size (mm )
CR-1021 ( 40) 40W 100-277
CR-1021 ( 60) 60W 100-277
CR-1021 (80) BOW. i 9.2 10.5 590 * 590 * 145
CR-1021 ( 100) 100w 100-277
CR-1021 (120) 120W 100-277
www.crestled.com [N
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Optical Application

CR-1122A

Description 490 /,,——?\

Body: Galvanized steel plate after jointing welding.

Optical system: Anodized aluminium refiector and PMMA high =
transparent difuser.
Gear plate: Galvanized stesl plate, special screw fastening.
Finishing: Burface anti-agsing slectrostatic spray processing,
SUper Tesislancs 1o Comosion.
Fing: Top fitting &76mm.
o
LC)
Ly

€Beds &M

Technology Data

R el ) il i

CR-1022A (30) 100-277
CR-1022A (40) 40w 100-277
CR-1022A (60) 60w 100-277
CR-1022A ( 80) 80w 100-277 8.2 9.8 490 * 490 * 558
CR1022A ( 100 ) 100w 100-277
CR-1022A (120) 120w 100-277
CR1022A (1150) 150W 100-277

W Crest LED Lighting www.crestled.com [



CR-1122B

Description

Body: Galvanized steel plate after jointing welding.

Optical system: Anodized aluminium refiector and PMMA high
transparent difuser.

Gear plate: Galvanized stesl plate, special screw fastening.
Finishing: Burface anti-agsing slectrostatic spray processing,
SUper Tesislancs 1o Comosion.

Fing: Top fitting &76mm.

€ cB

W Crest LED Lighting

CRAPAE &)

) fon

Optical Application

490

Technology Data

278

wer
CR-1022B ( 30 ) 30w 100-277
CR-1022B ( 40) 40W 100-277
CR-1022B ( 60 ) 60W 100-277
CR-1022B (80 ) sow 100-277
CR-1022B ( 100) 100w 100-277
CR-1022B (120) 120w 100-277
CR-1022B ( 150) 150w 100-277

8.2

9.8 490 * 490 * 558

www.crestled.com [N



CR-1122C

Description

Boay,

m System:

Gear plats:
Finishing:

Fing:

W Crest LED Lighting

Galvanized steel plate after jointing welding.
Anodized aluminium refisctor and PMMA high
transparent difuser.

Galvanized stesl plate, special screw fastening.

Surface anti-ageing eleciTostatic Spray Procassing,

SUper Tesislancs 1o Comosion.

Top fitting &76mm.

— "'ﬁ:‘"‘.
el A PR

Optical Application

Technology Data

490

697

=

CR-1022C ( 150)

wer

CR-1022C (30) 30W 100-277
CR-1022C (40) 40w 100-277
CR-1022C (60 ) 60W 100-277
CR-1022C (80 ) 80w 100-277
CR-1022C ( 100) 100w 100-277
CR1022C (120) 120w 100-277

150w 100-277

8.0

9.4 490 * 689 * 109

www.crestled.com [N



CR-1123

Description

Body: Galvanized steel plate after jointing welding.
Optical system: Anodized aluminium refiector and PMMA high
transparent difuser.

Gear plats: Galvanized stesl plate, special screw fastening.
Finishing: Burface anti-agsing slectrostatic spray processing,
SUPST Beistance U0 comosion.

Asssmbling height: 4-8m.
Fing: Top fitting (pagm m

W Crest LED Lighting

Optical Application

Technology Data

Mo

7 mirviea
N, AW 0.0DEE PLAN.1E4.4
a B 9.00RG PLAN.3T.§

550. 28mm

535, 00mm

Packing size (mm)

525%525%585

I7 10.8

CR-1123 (100)

Voltage

CR-1123 (40) 40w | 100-277
CR-1123 (60) 60w 100-277
CR-1123 (80) 80w 100-277
100w 100-277

www.crestled.com [N



CR-1124 .. =

Description

Sody:

Gear plate:
Finishing:

azsmbling height:
Fing:

Galvanized steel plate after jointing welding.
Anodized aluminium refiector and PMMA high
trancparent difuser

Galvanized stesl plate, special screw fastening.
Burface anti-agsing slectrostatic spray processing,
SUPST Beistance U0 comosion.

4-Em.

Top fitting

Optical Application

Type ll
I j = !
J (o] R
= |
Oyl ® r'_
i
811

Technology Data

Voltage

N.W (kg)

G.W (kg)

Packing size (mm)

Crest LED Lighting

CR-1124 (30) 30W | 100277
CRA123 (6D) . | Sy 4.7 5.8 580*390*280
CR1124 (100) | 100W | 100-277
CR1124 (120) | 120W | 100-277

www.crestled.com



CR-1125 . .=

Description

Body: Galvanized stesl plate after jointing welding.
Optical systam: Anodized aluminium reflector and PMMA high

transparent diffuser
Gear plata: Galvanizad stesl plate, special screw fastaning
Finiching: Surface anti-ageing electrostatic spray processing,

SUPSP resistancs 10 Comosion
Aszambling height: 4-6m.
Fixing: Top fittng

T
.h
)

W Crest LED Lighting www.crestled.com [



Optical Application

CR-1126

IS
Description \ 7
Sody: Galvanized cteal plate after jointing welding. w
ioal system:  Anodized aluminium refiector and PMMA figh o
transparent diffuser
Gear plate: Galvanized stesl plats, special screw fastaring. 2
Finishing: Burface anti-agsing dlectrostatic spray processing,
SUper resistancs o comosion.
Fixing: »
-
\ 0876
e e A P e
€B & s [«
484.8
P =11 & -
—
hd
€0
-
wy
s
L
.
g76
Technology Data

Voltage | N.w (kg) Packing size (mm)
CR-1126 (30) 30W | 100-277
CR-£126. (50) oW | 10027 5.6 6.6 323%323*407
CR-1126 (50) 50W | 100277
CR-1126 (60) 60W | 100277
CR-1126 (80) 80W | 100277
CR-1126 (100) | 100W | 100-277 - - sesagsross
CR-1126 (120) 120W 100-277
CR-1126 (150) | 150W | 100277

W Crest LED Lighting www.crestled.com [



CR-1127

Description

Boay,

.sysmm:

Gear plats:
Finishing:

Fing:

Galvanized steel plate after jointing welding.
Anodized aluminium refisctor and PMMA high
transparent diffuser

Galvanized stesl plate, special screw fastening.
Burface anti-agsing slectrostatic spray processing,
SUpSr Tesistances 1o Comosion.

Ceeds N

I Crest LED Lighting

Optical Application

Technology Data

Cord

Power

Voltage

Packing size (mm)

CR-1127 (150)

CR-1127 (30) 30W 100-277

CR-1127 (40) 40W 100-277

CR-1127 (50) 50w 100-277 6.6 7.6 490%490%155

CR-1127 (60) 60W 100277

CR-1127 (80) sow 100277

CR-1127 (100) | 100W | 100-277

CR -1127 (120) 120w | 100-277 9.5 10.8 570%570%165
150w | 100-277

www.crestled.com [N



Description

Body: Galvanized steel plate after jointing welding.

Optical system: Anodized aluminium refiector and PMMA high
transparent difuser.

Gear plate: Galvanized stesl plate, special screw fastening.

Finishing: Burface anti-agsing slectrostatic spray processing,

SUpSr Tesislancs 1o Comosion.

Fing:

€ &Ds «IN

Optical Application

Technology Data

X180

50

600

610

Voltage
30W 100-277
50W 100-277
70W 100-277
aow 100-277
100W 100-277

Packing size (mm)

b e 610*610*620

W Crest LED Lighting
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